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IP HOME loT SOLUTION

All devices can be connected with IP only.
Commax IP HOME loT, which combining very easy installation and innovative technology,
coexists borderless expandability and convenience.

|

: —: ﬂ
IP HOME loT SOLUTION MORE SMART! Full IP based Solution is smart itself with Cloud, UI/UX,
Mobile APP and sensing technology.

MORE SIMPLE! Full IP based Solution will be installed and used because
it's very simple architechure.
MORE BEAUTIFUL! New Metallic devices & it's intuitive Ul are more beautiful.
MORE VALUABLE! Various Functions & Services are very easy and valuable for users.

—
F
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IP HOME loT solution

e System Expandability
¢ Inter-communication, Video Surveillance,

Alarm, Connecting Smart phone

FIELD OF IP HOME loT SOLUTION APPLICATION
SINGLE HOUSE (A TYPE)

Multi panel Door camera

o
w

AP(Ethernet)

UTP$ UTP

.)))

, Wireless ‘
¥ M JORSREC
Motion Gas Fire

COMMAX  Smart Magnetic
Cloud Phone

When using PoE switch HUB 4 channel[The above case)

e Device connection is based on wall pad + camera + PoE switch. Additional CCTV, generators, and cameras can be

added as many as PoE switch HUB channels.
* Single House (B type) / Small Apartment (A type) / Small Apartment (B type) common application

2017 0O 0O0_0526.indd 5
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IP HOME loT solution

e System Expandability
® |nter-communication, Video Surveillance,
Alarm, Connecting Smart phone

FIELD OF IP HOME 10T SOLUTION APPLICATION
SINGLE HOUSE (B TYPE]

Multi panel

UTP
Door camera H

UTP ¢

LL

UTP ¢

UTP

2

i Door camera
UTP

» UTP

Door camera

uTpP '

UTP
AP(Ethernet)

UTP

Wireless

SR

COMMAX  Smart Magnetic Motion
Cloud Phone

2017 OO0 O0_0526.indd 6 @
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FIELD OF IP HOME loT SOLUTION APPLICATION

_)
(]
2
Multi panel

SMALL APARTMENT BUILDING(A TYPE)

 Multi-Protocol : TCP/IP, Onvif, H.264, Zigbee,
Z-wave, Wi-Fi, BLE

e Multi-Connectivity : Wireless, Wired

e Device : Quad core(Cortex A9) CPU, FHD
Resolution, Multi Touch, Flush-mounted Memory

2017 0O 0O0_0526.indd 7

Door camera

IP based system architecture

THE performance of the device exceeding your expectation

uTpP

AP(Ethernet)

UTP¢

UTP ¢

bl

EY

UTP

o

2

|
I

UTP

Wireless

Door camera

-
w

UTP
= uTP
.i

S EH

COMMAX  Smart

Cloud

Phone

@

Magnetic

Motion
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IP HOME loT solution

e System Expandability
® [nter-communication, Video Surveillance,
Alarm, Connecting Smart phone

FIELD OF IP HOME IoT SOLUTION APPLICATION
SMALL APARTMENT BUILDING(B TYPE])

evdiSLl
AP(Ethernet)

@

iy 7p
AP(Ethernet)

Wirgless
" HOR=RON K
2 — ‘
Magnetic Motion Gas Fire Smart COMMAX

Phone Cloud
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MONITOR

SMART MIRROR

FULL
Full HD Resolution

Fat .
| Quad Core(Cortex A9) CPU _'y%A;,B' Multi Language F I 23/32 inch LED Display

PRODUCT FUNCTION SPECIFICATION
Convenience : News, Calendar, TV, Public Notice Display 23/32 inch LED Display / Multi Touch
Smart Home : Gas & Boiler and light extinguishment control B
) ) ) ) Max. Resolution 1920 x 1080(Full-HD)
Security : Emergency alarm, CCTV linked security and disaster
prevention Type Quad core(Cortex A9)
Health Care : 1:1 health check, blood glucose & body fat check etc RAM 2GB DDR3
ROM 8GB eMMC FLASH
e Connecting loT devices 0S Version Android 6.0
» TCP/IP Communication .
Language Multi-language
e Applicable for Household, Hotel, Clothes stores and beauty shops —
. . . Wi-Fi Wi-Fi 802.11b/g/n
¢ Providing clean and convenient environment by gesture control
* Convenient UX based on Android Ethernet TCP/IP,10/100 Mbps
e Providing Full HD smart mirroring environment Bluetooth Version V4.0(option)

e Serverless

CONNECTABLE PRODUCTS

T TR RS
= aa 000 -

CIOT-L20M CIOT-G700M CloT-D20M CIOT-H4L2 CIS-MDO1 CIS-PMO01 ND-104N GD-1070 CIA-ZESOA  CIA-ZESO1 CIA-ZES02  CIA-ZES03
CIOT-H8L2

2017 0O 0O0_0526.indd 9 @ 2017.8.5. 0O03:54



MONITOR

CIOT-1400M

FULL i ‘
i Full HD Resolution Quad Core(Cortex A9) CPU @ Flush-mounted Memory E Video Clip + 256 Still Shots

PRODUCT FUNCTION SPECIFICATION
e Mirror & Metal front material applied Power Source PoE S/W
e 14 inch Multi touch LED Display _ ; - -
) Display 14 inch LED Display / Multi Touch
e Full touch screen without front button
« Full HD High Quality Display Mount Type Wall-mounted type
° Connecting loT devices Resolution 1920 x 1080[FU“-HD]
e Severless(Use COMMAX Cloud]) 0s Android 6.0
¢ Auto detecting slave monitor CPU Quad core(Cortex A9)
e Connecting ACC alarm VIDEO H.264 / Onvif
e Ethernet 10/100 with PoE
Dimension(mm) 308(W)x213(H)x18(D)

* 1G DDR/8G eMMC Memory
e TCP/IP Communication
e Clean Anti finger touch

CONNECTABLE PRODUCTS

“YTYF SRR BEEE

CloT-L20M CIOT-G700M CIOT-D20M CIOT-H4L2 CIS-MDO1 CIS-PMO01 ND-104N GD-1070 CIA-ZESOA  CIA-ZESO1 CIA-ZES02  CIA-ZES03
CIOT-H8L2

10
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MONITOR

CIOT-1020M

ef o

PRODUCT FUNCTION

e Vivid Metallic Design

¢ 10.1 inch Multi touch LED Display

e Connecting loT device

e Severless(Use COMMAX Cloud)

¢ Auto detecting slave monitor

e Connecting ACC alarm

e Ethernet 10/100 with PoE

¢ 1G DDR/8G eMMC Memory

e TCP/IP Communication

e Link with smart phone(Call, Talk, Control)
e Security, disaster prevention function

SPECIFICATION

Power Source

PoE S/W

Display 10.17 inch LED Display / Multi Touch
Mount Type Wall-mounted type

Resolution 1280 x 800

0s Android 6.0

CPU Quad core(Cortex A9)

VIDEO H.264 / Onvif

Dimension(mm)

308(W)x213(H)x23(D)

MONITOR

CIOT-700M

PRODUCT FUNCTION

e Vivid Metallic Design

e 7 inch Multi touch LED Display

e Connecting loT device

e Severless(Use COMMAX Cloud)

e Auto detecting slave monitor

e Connecting ACC alarm

e Ethernet 10/100 with PoE

* 1G DDR/8G eMMC Memory

e TCP/IP Communication

e Link with smart phone(Call, Talk, Control)
e Security, disaster prevention function

SPECIFICATION

2017 0O 0O0_0526.indd 11

Power Source

PoE S/W

Display 7 inch LED Display / Multi Touch
Mount Type Wall-mounted type

Resolution 1024 x 600

0s Android 6.0

CPU Quad core(Cortex A9)

VIDEO H.264 / Onvif

Dimension(mm)

244[W)x180(H)=18(D)

1
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ENTRANCE STATION

CIOT-L20M

&
reddot award
winner

product
design
award

206 W

Rainshield

e . . \ Various Access Control Methods
Vivid Metal design ¢ (BLE, Proximity Sensor]

. 7inch LED Display ._@_. High resolution Camera

PRODUCT FUNCTION

e Metal front material applied

e 7inch LED Display

¢ BLE recognition

e Full-HD resolution

e Onvif Standard

e Severless(Use COMMAX Cloud)

e TCP/IP Communication

e Security, disaster prevention function

CONNECTABLE PRODUCTS

SPECIFICATION

Power source

DC 14V, 2.1A

Display 7 inch TFT LED display
Mount type Flush-mounted type
Operating temp. -40°C~+50°C

Wiring LAN(CAT.5e)

Data transmission TCP/IP

0s Android 0S

Memory DDR3 1GB

Storage 4GB eMMC FLASH

Dimension(mm)

250(W)x255(H]x7(36)(D)

Installation hole
size(mm)

217(W)x207(H)
(Additional perforation required)

Fill up box sizelmm)

210(W)x240(H)=81(D)

Immme =

SMART MIRROR CIOT-1400M CIOT-1020M CIOoT-700M CIOT-G700M CIOT-H4L2

CIOT-H8L2

12
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VIDEO DOOR STATION

CIOT-D20M

PRODUCT FUNCTION

e Metal front Material applied

 Door Lock Release(DC Type)

e Link with smartphonel(call,talk)

GEDDESGN
SPECIFICATION
Power Source PoE S/W
Mount Type Wall-mounted type / Flush-mounted type
Camera 2M pixel
Angle 130°
0s Linux
VIDEO H.264 / Onvif
Dimension(mm) 112(W)x146(H)x44(D)
GUARD STATION 4/8 PORT POE S/W

CIOT-G700M

CIOT-H4L2 / H8L2

PRODUCT FUNCTION

e User-friendly GUI and LED touch screen

e Household paging and calling function

e Visitor monitoring and calling at the public entrance
e CCTV monitoring in the public areas

SPECIFICATION

PRODUCT FUNCTION

* 4/8ch x 100Mbps port

* 4/8ch x supporting network cable powering
* 4/8ch x cascading LAN interfaces

e Flush-mounted voltage-stabilized power

e Connecting device to device

SPECIFICATION

Power Source DC 14V, 2.1A

Display 7 inch Touch LED Display
Mount Type Desktop / Wall-mounted type
Camera 1M pixel, 90°

0s Android 4.2.2

VIDEO H.264 / MPEG4
Dimension(mm) 252(W)x247(H)x33(D)

2017 00 00_0526.indd 13

Power Source

AC 100~240V, 50/60Hz

Speed 4/8ch x 100Mbps
Mount Type Desk type
Hub (CIOT-H4L2) : TUTP (100m)
Monitor (CIOT-1020M) : TUTP (100m)
Wiring Camera (CIOT-D20M] : TUTP (100m)

Lobby (CIOT-L20M] : TUTP (100m)
Guard (CIOT-G700M] : TUTP (100m)

Dimension(mm)

120(W)x85(H]=30(D)

13
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®

ENTRANCE STATION

CIOT-L7FM

ENTRANCE STATION

CIOT-L8TM

ENTRANCE STATION

CIOT-L2TM

BLE

PRODUCT FUNCTION

e GUI Touch Screen Panel

e House call by household number

e BLE recognition

e Security office call enable

* Registering RFID card

e Name searching through LED display

SPECIFICATION

BLE

PRODUCT FUNCTION

¢ Hidden Pinhole Camera

e BLE recognition

e House call by household number

e Security office call enable

* Registering RFID card

e Name searching through OLED display
¢ 8 button Direct room call

SPECIFICATION

BLE

PRODUCT FUNCTION

e House call by household number

e BLE recognition

e Security office call enable

e Registering RFID card

e Name searching through OLED display
e 2 button Direct room call

SPECIFICATION

Power Source DC 14V Power Source DC 14V Power Source DC 14V

. 7 inch LED Display / Multi Camera 2M pixel Camera 2M pixel
Display touch

ouc Angle 120° Angle 120°

Camera 2M pixel 0s Android 6.0 0Ss Android 6.0
Angle 120° VIDEO H.264 / Onvif VIDEO H.264 / Onvif
0S Android 6.0
VIDEO H.264 / Onvif

ENTRANCE STATION

CIOT-L10M

ENTRANCE STATION

CIOT-24XM

BLE

PRODUCT FUNCTION

e House call by household number
e BLE recognition

* Registering RFID card

* 10 button Direct room call

SPECIFICATION

PRODUCT FUNCTION

e Extension panel with name plate
e Call a household unit
e 24 button Direct room call

SPECIFICATION

Power Source DC 14V Direct Button 24 Button(max)
Camera 2M pixel

Angle 120°

0s Android 6.0

VIDEO H.264 / Onvif

14
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loT SENSOR

CIS-PMO01

loT SENSOR

CIS-MDO01

loT SENSOR

ND-104N

PRODUCT FUNCTION

e Motion detection

SPECIFICATION

PRODUCT FUNCTION

e Door open detection

SPECIFICATION

PRODUCT FUNCTION

¢ Gas leak detection
e Zighee communication support

SPECIFICATION

Product PIR Sensor Product Magnetic Sensor Product Gas Sensor
Power Source  CR123A 1EA, 3V Power Source 3V Lithium Cell Power Source  AC 220V, 60Hz
(Battery) (Operating Voltage : 2.4~3V) (Battery) (CR2032), 2EA Operation Temp. -20°C ~ +40°C
PIR Distance 5m Sensing Mode Magnetic LED Yellow Color

angle 120° : Alarm Display Flickering and Buzzer

Installation Indoor Sound
Operating Temp. -40°C ~+125°C(+/-2°C) Operating Ti 2 Year(50 Times/a dav]
perating Time ear imes/a day i i
Humidity 0-100%RH(+/-5%) S —— Dimension(mm) 70 x 110 x 37
. .4GHz, 5. .

Operating Time 1 Year(50 Times/a day) Radio System Zigbee HA 1.2 Radio System %égé—l;,l_:EI%IIEZSOU 5.4,

Radio System

2.4GHz, IEEE 802.15.4
Zighee HA 1.2

loT Device

GD-1070

loT Device

CIA-ZESOA, ZES01~ZESO3

PRODUCT FUNCTION

e Gas valve blocking

e Timer function

¢ Including display for time confirmation

e Zighee communication support

SPECIFICATION

LIS

CIA-ZESOA

LA

CIA-ZESO1

PRODUCT FUNCTION

¢ Bulk light control / Light control
e Zighee communication support

SPECIFICATION

CIA-ZESO2

CIA-ZES03

Product

Gas Valve Breaker

Product

Wireless Light Switch

Power Source

4 AA Batteries (LR-6)

Power Source

90V ~ 250V, 50Hz ~ 60Hz

Sensing
Temperature

More than 3 minutes at
65°C

Blocking Method

Motor Drive Method /
Automatic

Blocking Time

Within 5 seconds

Action

Notification Beep Sound
Dimension[mm) 68 x 136 x 65
sy AR5

2017 0O 00_0526.indd 15

Output

CIA-ZESOA : 4000W / 16A

CIA-ZES01~ZES03 : 550W / 3A(Each Button)

Dimension(mm)

90x 90 x 11

Radio System

2.4GHz, IEEE 802.15.4, Zigbee HA 1.2

15
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MODUM SYSTEM

MODUM is a Hybrid system - loT, Door Entry, CCTV and Access Control.

UNIFICATION MODUM SYSTEM UNIFIES WIRING ENVIRONMENT :

It is possible to unify using through the exclusive distributor of MODUM
system even in the different wiring environment such as UTP / 2 WIRES
/ 4WIRES.

INTEGRATION MODUM SYSTEM PROVIDES NEW DOOR ENTRY
SOLUTION BY INTEGRATING VARIOUS DIFFERENT
FUNCTIONS :

MODUM videophone can provide CCTV monitoring, Video and Audio
Door units can communicate with other indoor units. Also it can be
used with RFID and Pin numbers for access control through MODUM
PANEL.

EXPANSION MODUM SYSTEM CAN BE EXPANDED TO MEET ANY
REQUIREMENTS :

MODUM system can be expanded to reach any requirements.
- From Video to Audio modules

- From Handset to Hands free type design

- From 4.3 to 7” monitor, Etc.

- MODUM panels : 14 kinds

2017 OO0 O0_0526.indd 16 @ 2017.8.5. O03:55



MODUM SYSTEM with loT
(Hybrid system]

FIELD OF MODUM SYSTEM APPLICATION
SINGLE HOUSE

Door camera Door camera Door camera Door camera

(4 Wire) (4 Wire)
UTP UTP

(4 Wire) (4 Wire)
UTP UTP

UTP
(4 Wire)

» UTP UTP
(4 Wire) (4 Wire)

UTP
(4 Wire)

(4 Wire)
UTP
uTP
(4 Wire) (4 Wire) 2 Wires
UTP b UTP 4 Wires
Interphone Interphone
Wireless
— =
DEERON K-
.I — \ 4
Magnetic Motion Gas Fire Smart COMMAX
Phone Cloud
Single House (A type) Single House (B type)
» Easy installation for a 2 doors house (Front & garage door) e Easy installation for a 2 doors house (Front & garage door)
e Support 2 monitors, 2 cameras and 2 interphones e Support 2 monitors, 2 cameras

e Intercommunication between 2 monitors

2017 OO0 O0_0526.indd 17 @ 2017.8.5. O03:55



MODUM SYSTEM with loT
(Hybrid system)

FIELD OF MODUM SYSTEM APPLICATION
APARTMENT COMPLEX

o]l o] o]l
iy Ay Ay
M — ]
o] [o]] o]l
iy Ay a>)

F/D

uTP uTP

G/W G/W CCTV

CCTV
(Max. 4ea)

Distributor

B/D

uTtp

3 Wires

3 Wires

Automatic door Automatic door

Guard station

I

UTP
3 Wires
4 Wires

SECUMAX

e Interfacing with CCTV, Guard and Porter
¢ Asingle integrated control system applying to an apartment complex
¢ Providing a various configurations for the safety with SECUMAX program

2017 00 00_0526.indd 18 @ 2017.8.5. 0O0O3:55



MODUM System is a multi function system which can be used in

various door entry and surveillance system. It has 4.3/7 inch Modum videophone
and total access control through Modum panels and Modum distributors to
connect to functional modules.

FIELD OF MODUM SYSTEM APPLICATION
SMALL APARTMENT BUILDING(UTP)

Sl /D
UTP
-
CCTV
(Max. 4ea)
B/D CCTV
Distributor

UTP [ ] i
6 \ Guard Station

The best unmanned security

system for a small apartment
building.

Supporting up to 316 households
and simple door opening with

various access ways.

e PIN number
e RFID card 3
e Direct button call

* Name search Automatic door
e Guard call

e Porter call * without Porter

2017 OO0 O0_0526.indd 19 @ 2017.8.5. O03:55



MODUM SYSTEM with loT
(Hybrid system)

FIELD OF MODUM SYSTEM APPLICATION
SMALL APARTMENT BUILDING(UTP)

(O] (O]
@) (A

UTP UTP

(O]
(((‘)))

[O]
(((‘1))

UTpP

F/D

G/W

B/D ccTv CCTV (Max .4ea)

Distributor

uTpP UTP

Porter

UTpP

O \ Guard Station
The best unmanned security )

system for a small apartment

building.
Supporting up to 316 households

and simple door opening with

various access ways.
e PIN number 3

e RFID card — WP

e Direct button call Automatic door ——— 3 Wires
* Name search 4 Wires

e Guard call
e Porter call

2017 00 00_0526.indd 20 @ 2017.8.5. 0O0O3:56



MODUM System is a multi function system which can be used in
various door entry and surveillance system. It has 4.3/7 inch Modum videophone
and total access control through Modum panels and Modum distributors to

connect to functional modules.

FIELD OF MODUM SYSTEM APPLICATION
SMALL APARTMENT BUILDING(2LINES)

2 ‘ ‘ 2
.F/D

2
2 .
‘ 2 .
. F/D

2

CCTV CCTV {(Max. 4ea)

B/D Distributor
UTP UTP -UTP --

Porter

Guard station

= UTP
5
Automatic door -
2 Wires
-.- [a1) 3 Wires
]

2 Wire Video & Audio

e 2 Wire solution for Video and Audio units in a same building
e Apply both systems not only for existed buildings but for new buildins

2017 00 0O0_0526.indd 21 @ 2017.8.5. 0O0O3:56



MONITOR

CMV-70MX

PRODUCT FUNCTION

e Vivid Metallic Design

¢ 7 inch Multi touch LED Display

¢ Connectable with Smart phone

e Connectable with security loT sensor

e CCTV Monitoring

e Guard Call & Talk

e Porter Call & Talk

e Video talk and door lock release enable

e Compatible with Single House and Apartment Complex

CONNECTABLE PRODUCTS

i - i

CMP-4BCT(RF1)

AP-3SG(Porter)

CAD-14V7TP DRC-40K

22

2017 0O 0O0_0526.indd 22

SPECIFICATION

Power source

AC 100-240V, 50/60Hz

Display

7 inch LED Display / Multi Touch

Mount Type

Wall-mounted type

Wiring & Distance

Door camera : UTP / (28m)
Floor Distributor : UTP / (28m) / 2 wire

loT Sensor

Zigbee, Z-wave

Dimension(mm)

244 X180 X 18

./': ',F ' -T

CDS-481L CIS-PMO1 CIS-MDO01

CIA-ZESOA  CIA-ZESO1 CIA-ZES02  CIA-ZES03

2017.8.5. 0O0O3:56



MONITOR

CMV-70S

MONITOR

CMV-77K

MONITOR

CMV-43S

DESIGN
ooy AWARD

PRODUCT FUNCTION

e Visitor identification and call via smartphone
(CGW-M2l)

e Connectable with security sensor

e CCTV monitoring

e Guard/Porter Call

e Video talk and door lock release enable

e Compatible with Single House and Apartment
Complex

e Expandable up to 2 monitors, 2 door
cameras and 2 Interphones

SPECIFICATION

PRODUCT FUNCTION

e Visitor identification and call via smartphone
(CGW-M2l)

e CCTV monitoring

e Guard/Porter Call

e Video talk and door lock release enable

e Compatible with Single House and Apartment
Complex

e Expandable up to 2 monitors, 2 door
cameras and 2 Interphones

SPECIFICATION

op

Goopesan  AWARD

PRODUCT FUNCTION

e Visitor identification and call via smartphone
(CGW-M21)

e CCTV monitoring

 Guard/Porter Call

e Video talk and door lock release enable

e Compatible with Single House and Apartment
Complex

e Expandable up to 2 monitors, 2 door
cameras and 2 Interphones

SPECIFICATION

Power AC 100-240V, 50/60Hz Power AC 100-240V, 50/60Hz Power AC 100-240V, 50/60Hz
Display 7 inch wide LED display Display 7 inch wide LED display Display 4.3 inch wide LED display
Mount type Wall-mounted type Mount type Wall-mounted type Mount type Wall-mounted type

Operating temp. 0°C~+40°C

Operating temp. 0°C~+40°C

Operating temp. 0°C~+40°C

Door camera: UTP

Wiring Floor Distributor : UTP

Door camera : UTP

Wiring Floor Distributor : UTP

Door camera : UTP

Wiring Floor Distributor : UTP

28m(0.5@) / 50m(0.65@) /

Distance 70m(0.80)

28m(0.5@) / 50m(0.650) /

Distance 70m(0.80)

28m(0.5@) / 50m(0.650) /

Distance 70m(0.80)

Dimension(mm) 244(W)x180(H)x32(D)

Dimension(mm) 311(W)X168(H]X32(D)

Dimension[mm) 180(W)X244(H)X32(D)

MONITOR

CMV-43A

MONITOR

AP-2SAG

PRODUCT FUNCTION

e Visitor identification and call via smartphone
e CCTV monitoring

e Guard/Porter Call

e Video talk and door lock release enable

PRODUCT FUNCTION

® 2 wire connection with non-polarity from a floor distributor

e Talk with a visitor and door release capability

e Guard paging & Call

e Compatible with Single House and Apartment Complex

e Expandable up to 2 monitors, 2 door cameras and 2 Interphones

SPECIFICATION

SPECIFICATION

Power AC 100-240V, 50/60Hz Power source 24V (From floor distributor)
Display 4.3 inch wide LED display Wiring 2 wires with non-polarity
Mount type Wall-mounted type Distance 100m(0.650)

Operating temp. 0°C~+40°C Operation Temp. 0°C~40°C

Wiring

Door camera : UTP / Floor Distributor : UTP /2 wire

Dimension(mm)

70(W) X 210(H) X 60(D)

Distance

28m(0.5@ / 50m(0.65@) / 70(0.80)

Dimension(mm)  180(W) x 180(H) x 30(D)

2017 00 00_0526.indd 23
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ENTRANCE STATION

DRC-7MBL

@
reddot award
winner CCRARLILN

product
design
award

2016 u

Rainshield

L 11]® . . s Various Access Control Methods ek . ) ol
Vivid Metal design "E'E'I" (BLE, Proximity Sensor) 3.5inch LED Display . @ s High resolution Camera

PRODUCT FUNCTION SPECIFICATION
e Metal front material applied Power source DC 12V, 1A
e 3.5inch LED Display
o Mount Type Flush-mounted type
e BLE recognition
H (o] [o]
o Full-HD resolution Operating temp. -10°C~+40°C
¢ Page and call a household unit or a security guard station Wiring UTPICAT. 5e]
Distance Max.300m
RFID card 13.56MHz (optional
Angle of view Horizontal : 81° / Vertical: 66°
Operation temp. -40°C~+40°C
Dimension(mm) 250(W)x255(H)x7(36)(D)

CONNECTABLE PRODUCTS

CAV-1020MGX+ CAV-1021GX+ CAV-70MG+ CAV-70GX+ AP-3SG VD—-202G+ CVD—AF04/AF08 Plus

24
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ENTRANCE STATION

CMP-2BCT/RF1, CMP-4BCT/RF1

- -
_i‘- "

CMP-2BCT/RF1 CMP-4BCT/RF1

PRODUCT FUNCTION

ENTRANCE STATION

DRC-703LC/RF1

PRODUCT FUNCTION

e Access Control(PIN number/RFID card)

« 8 button Direct room call{CMP-2BCT)

e 16 button Direct room call(CMP-4BCT)

¢ Page and call a household unit or a security guard station
e Name searching through 2.4” OLED display

SPECIFICATION

e 3.5 inch LED display

e Page and call a household unit or a security guard station
e Various verification methods (PIN number and RFID card)
* Expandable up to 99 units of DRC-703 LC/RF1

e Mirror view of a visitor enabled when paging

SPECIFICATION

Power source

DC 12V, 1A

Power source

DC 12V, 1A

Mount type Flush-mounted type Mount type Flush-mounted type
Wiring Building Distributor : UTP Wiring Building Distributor : UTP
RFID card 13.56MHz(optional) RFID card 13.56MHz(optional)
Display 3.5" LED display Display 2.4” OLED display

Image sensor

C-M0S

Image sensor

C-MOS(Pin-hole type)

Angle of view

Horiz.: 68° Vert.: 55°

Angle of view

Horizontal 47°, Vertical 35°

Lighting

Flush-mounted White LED

Lighting

Flush-mounted White LED

Operation Temp.

-40°C~+40°C

Operation Temp.

-10°C~40°C

Dimension(mm)

244[W)x270(H)=17(43)(D)

Dimension(mm)

130(WJX315(H)X12(38])(D)

ENTRANCE STATION

CMP-2BC

ENTRANCE STATION

CMP-4BC

ENTRANCE STATION

DRC-GUM

EXTENSION STATION

DRC-12UX

i

CMP-2BC

PRODUCT FUNCTION

e 16 button Direct room call(CMP-2BC)
¢ 32 button Direct room call(CMP-4BC])
¢ Page and call a household unit

SPECIFICATION

i

CMP-4BC

=
O B
=

-

T

PRODUCT FUNCTION

e Access Control(PIN number/RFID card)

¢ Page and call a household unit or a security guard station

* 12 Direct buttons call Extension panel with name plate (DRC-12UX)
e Name searching through 2.4” OLED display

SPECIFICATION

- ae—

[ =

Power source

DC 12V, 1A

Power source

DC 12V, 1A From Entrance station (DRC-12UX)

Mount type Flush-mounted type Mount type Flush-mounted type
Wiring Building Distributor : UTP Wiring Building Distributor : UTP
Image sensor C-MOS(Pin-hole type) RFID card 13.56MHz(optional)

Angle of view Horizontal 47°, Vertical 35° Display 2.4” OLED display

Operation Temp.

-10°C~40°C

Image sensor

C-MOS(Pin-hole type)

Dimension(mm)

130(WIX315(H)X12(38)(D)

Angle of view

Horizontal 47° , Vertical 35°

2017 0O 00_0526.indd 25

Lighting

Flush-mounted White LED

Operation Temp.

-10°C~40°C

Dimension(mm)

130(W)X315(H)X12(38])(D)
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ENTRANCE STATION

CMP-CTS(RF1)

ENTRANCE STATION

DRC-900LC/RF1

PRODUCT FUNCTION

e Vandal-proof Aluminium
e Hidden Pinhole camera

Die-casting Case

¢ IR sensor Type Anti-freezing Buttons

¢ Registering up to 3 RFID
e Security guard station ca

cards per each household
L enabled

e Page and call a household unit

SPECIFICATION

PRODUCT FUNCTION

e Access Control(Password/RFID card)
¢ Page and call a household unit or a security guard station
e Name searching through 2.4” OLED display

SPECIFICATION

Power source DC 12V, 1A Power source DC 12V, 1A

Mount type Flush-mounted type Mount type Flush-mounted type
Operation Temp. -40°C~60°C Wiring Building Distributor : UTP
Wiring UTP(Cat. 5e) RFID card 13.56MHz(optional)

RFID card 13.56MHz(optional) Display 2.4” OLED display

Image sensor

C-MOS(Pin-hole type)

Image sensor

C-MOS(Pin-hole type)

Lighting

Color : White LED X 2

Angle of view

Horizontal 47°, Vertical 35°

-10°C~40°C
130(W)X249(H)X12(38)(D)

136(W)X260(H)X36(D)
140(W)X260(H)X65(D)

Dimension(mm) Operation Temp.

Rain-shield(mm) Dimension(mm)

EXTENSION PANEL

CMP-2BXS, CMP-4BXS

ENTRANCE STATION

CMP-2BCS, CMP-4BCS

CMP-2BCS CMP-4BCS CMP-2BXS CMP-4BXS

PRODUCT FUNCTION PRODUCT FUNCTION

e 16 button Direct room call Extension panel(CMP-2BXS)
¢ 32 button Direct room call Extension panel(CMP-4BXS)

e 8 button Direct room call(CMP-2BCS)
e 16 button Direct room call[CMP-4BCS)
¢ Page and call a household unit

SPECIFICATION SPECIFICATION

DC 12V, 1A Power source

Flush-mounted type

Power source From modum panel

Mount type Flush-mounted type
-10°C~60°C

130(W)X315(H)X12(38)(D)

Mount type
Wiring Building Distributor : UTP
C-MOS(Pin-hole type)
Horizontal 47° , Vertical 35°
-10°C~40°C
130(W)X249(H)X12(38](D)

Operation Temp.

Image sensor Dimension(mm)

Angle of view

Operation Temp.

Dimension(mm)

26
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ENTRANCE STATION

CMP-2BX, CMP-4BX

ENTRANCE STATION

CMP-2BA, 4BA

CMP-2BX CMP-4BX

PRODUCT FUNCTION

e 24 button Direct room call Extension panel(CMP-2BX)
e 48 button Direct room call Extension panel(CMP-4BX)

SPECIFICATION

i

CMP-2BA CMP-4BA

PRODUCT FUNCTION

e 12 button Direct room call
e Page and call a household unit
32 Button Direct room call (CMP-4BA)

SPECIFICATION

Power source From modum panel

Power source DC 12V, 1A

Mount type Flush-mounted type Mount type Flush-mounted type
Operation Temp. -10°C~40°C Wiring Building Distributor : UTP
Dimension(mm) 130(W)X315(H)X12(38)(D) RFID card 13.56MHz (optional)

Operating temp. -40°C~+40°C

Dimension(mm) 130(W)x315(H)x12(38)(D)

ENTRANCE STATION

CMP-2BAT(RF1),CMP-4BAT(RF1)

EXTENSION STATION

DRC-NP

— —
ﬁ |

CMP-2BAT CMP-4BAT s E

PRODUCT FUNCTION PRODUCT FUNCTION

e Access Control (PIN number/RFID card) * Wide name plate

* 8 Direct buttons call (CMP-2BAT) e Instruction note

¢ Page and call a household unit or a security guard station ¢ Guide manual

e Name searching through 2.4” OLED display

SPECIFICATION SPECIFICATION

Power source DC 12V, 1A Power source DC 12V, 1A

Mount type Flush-mounted type Mount type Flush-mounted type
Wiring Building Distributor : UTP Wiring Building Distributor : UTP
RFID card 13.56MHz (optional) RFID card 13.56MHz (optional)

Operating temp. -40°C~+40°C

Operating temp. -40°C~+40°C

Dimension(mm) 130(W)x315(H)=12(38)(D)

Dimension(mm) 130(W)x315(H)=12(38)(D)

27

2017.8.5. 0OO08:57



®

(ALL UTP) FLOOR DISTRIBUTOR

CMD-404FU

(ALL UTP) BUILDING DISTRIBUTOR

CMD-101BU

CCTV DISTRIBUTOR

CMD-104VU

PRODUCT FUNCTION

o ALLUTP Wiring Floor distributor
e Connectable with Video Phone up to 4ea

SPECIFICATION

PRODUCT FUNCTION

o ALLUTP Wiring Floor distributor
e Connectable with Lobby, Guard, Porter,
CCTV distributor

SPECIFICATION

PRODUCT FUNCTION

e Connectable with CCTV Camera up to 4ea
e Power supply to CCTV Camera

SPECIFICATION

DC 24V, 1A(From Builing

Power source distributor)

Household unit to Floor
distributor : UTP
Building distributor to

Wiring Floor distributor : UTP
Floor distributor to Floor
distributor : UTP

Mount type Din-Rail Mounted type

Dimension(mm) 106(W)X76(H)X44(D)

Power source DC 24V, 1A

Building distributor to
Modum panel : UTP
Building distributor

to Floor distributor : UTP
Building distributor

to CCTV distributor: UTP
Building distributor

to Guard station: UTP
Building distributor

to Porter station: UTP

Wiring

Mount type Din-Rail Mounted type

Dimension(mm) 106(W)X76(H)X44(D)

DC 14V, 4A PoD(Power on

Power source Distributor)

CCTV distributor to
Building Distributor : UTP

Wiring CCTV distributor to CCTV
cameras : UTP
Mount type Din-Rail mounted type

Dimensionlmm) 106(W)X76(H)X44(D)

FINE VIEW DISTRIBUTOR

CMD-404CFU

SMARTPHONE CONNECTOR

CGW-M2|

PRODUCT FUNCTION

e Connectable with Fine View phone up to 4ea
¢ Connetable with DRC-nUC
e Visitor monitoring function only

SPECIFICATION

PRODUCT FUNCTION

e MODUM specialized Gateway e Server-less
e Visitor identification and door opening
via Smartphone
e CCTV Monitoring via Smartphone
e Easy Installation & Maintenance
¢ Video Communication with Visitor

SPECIFICATION

Power source DC 24V, 1A

Power source DC 14V, 1.5A

Household unit to Floor
Distributor : UTP

Wiring Floor Distributor to Floor
Distributor : UTP
Mount type Din-Rail mounted type

Dimension(mm) 106(W)X76(H)X44(D)

28
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Power

consumption Standby : 800mA, Maximum : 1A

Mount type ~ Wall-mounted type
Building Distributor : UTP(Cat. 5e)
Wiring ISP : UTP(Cat. 5e)

CCTV Camera : UTP(Cat. 5e)

Operation Temp. 0°C~60°C

Building Distributor:10m UTP(Cat. 5e)
CCTV Distributor : 10m UTP/(Cat. 5
CCTV Camera : 30m UTP(Cat. 5e)

Distance

Dimension[mm) 122(W)X100(H]X47(D)
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GUARD STATION

CDS-2AG

PORTER PHONE

AP-3SG(PORTER])

GUARD STATION

CDS-481L

LS y
<l

PRODUCT FUNCTION

e Setting a Floor Distributor - changing a
Bldg No., Household No., PIN number

e Paging and calling household

e Calling for lobby

e Interlocking with unmanned courier system

e System setting program

SPECIFICATION

PRODUCT FUNCTION

e Calling with Household unit

SPECIFICATION

PRODUCT FUNCTION

e Paging and Calling with Household
eCalling for Lobby

eChecking and Setting out in Household
eExchanging Calls between Households

SPECIFICATION

Power source DC 12V, 1A
Mount type Desktop

-~ Building Distributor to
Wiring Guard Station : UTP
Distance Max. 100m

Dimension(mm) 201(W)X230(H)X97(D)

AC 100V, 110V, 220V,

Power source 50/60Hz(Each)

Power source AC 100V~220V, 50/60Hz

Mount type Wall-mounted type

Mount type Desktop

Building Distributor to

Wiring Guard Station : UTP

Distance 1km (0.65@)

Dimension(mm) 94(W)X185(H)X38(D)

Dimension(mm) 328(W)X230(H)X97(D)

CCTV CAMERA(BULLET)

CAU-DO47TP

CCTV CAMERA(DOME)

CAD-14V7TP

SOFTWARE

SECUMAX

PRODUCT FUNCTION

 PoD(Power on Distributor)

e 700TV Line high resolution

* 2D/3D DNR ¢ IP 66

e Over exposure prevent function

e ALLUTP Wiring Building distributor
e Connectable with CCTV distributor

SPECIFICATION

PRODUCT FUNCTION

 PoD(Power on Distributor)

e 700TV Line high resolution

* 2D/3D DNR ¢ IP 66

e Over exposure prevent function

e AlLUTP Wiring Building distributor
e Connectable with CCTV distributor

QW

GODDESEN

8

0
20!
&2

20
3!
5

SPECIFICATION

Power from CCTV

Power distributor

Power from CCTV

Power distributor

1/3” SONY 960H SUPER
Image sensor HAD

1/3” SONY 960H SUPER
Image sensor HAD

IICCD IICCD
Minimum Minimum
Illumination 0.1 LuxatF1.2 Illumination 0.1 LuxatF1.2
Resolution 700TV Line high resolution Resolution 700TV Line high resolution
Lens 3.6mm fixed focus lens L 2.8mm-~12mm varifocal

ens lens

Wiring CCTV distributor to CCTV

cameras : UTP Wirin CCTV distributor to CCTV

9 cameras : UTP
DNR 2D/3D DNR
DNR 2D/3D DNR

2017 0O 00_0526.indd 29

PRODUCT FUNCTION

COMMAX SECUMAX Program is the software
that can control by integrating apartment
complex.

It is able to guarantee the security by the
integrated control of various functions such
as access information, visitor checking/
setting, parking record

* Register information functions
e Alarm functions

e Common entrance control

e Parking management control

29
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SMART HOME SYSTEM

SMART HOME SYSTEM provides more convenient and safer environment with home life information.
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MIRROR VIEW

CDP-140MB

PRODUCT FUNCTION

e Mirror & Metal front material applied

e 14 inch Multi Touch LED Display

e Clean Anti finger touch

e Full HD High Quality Display

e Convenient Function(Parking, Entrance, Package record/ Weather)
e Interlocking with DDL

e Connecting ACC alarm

e Multi language

e CCTV monitoring

SPECIFICATION

Power source DC 14V, 2A

Display 14 inch Touch LED Display / Multi Touch
Mount type Flush-mounted type

Wiring UTP(CAT.5e)

0s Android 0S

Distance Door station : 50m(0.65@), L2 S/W : 100m

Dimension(mm) 308 x 213 x 9.5(29.5)

METAL WALL PAD

CDP-1020MB

PRODCUT FUNCTIOIN

e Vivid Metallic Design

¢ 10.1 inch Touch LED Display

e Link with smart phone (Call, Talk, Control)

» Convenient Function(Parking, Entrance, Package record/ Weather)
e Interlocking with DDL

e Connecting ACC alarm

e Multi language

e CCTV monitoring

SPECIFICATION

Power source DC 14V, 2A

Display 10.1T inch Touch LED Display

Mount type Flush-mounted type

Wiring UTP(CAT.5e)

0s Android 0S

Distance Door station : 50m(0.65@), L2 S/W : 100m

Dimension(mm) 308 x 213 x 13(33)

31
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WALL PAD

CDP-1020IB

[at s =

PRODCUT FUNCTIOIN

e Video talk and door release function enabled ¢ Remote control

¢ Telephone function enabled ¢ Home devices control enabled
e Security, healthcare enable ®« EMS(Energy Management System)

SPECIFICATION

Power source

DC 14V, 2A

Display 10.1 inch TFT LED display
Data transmission TCP/IP, RS 485
Wiring LAN(CAT. 5e)
0s Android 0S
Memory DDR3 1GB
il " . o - - Storage 4GB eMMC
Resolution 1024X600 Digital LCD
LAN Ethernet 100
Wireless support IR Receive / Zighee Optional
Slave Phone RS 485 and IP Sub Phone Interface
Dimension(mm) 318(W)X215(H)X18(61)(D)
SMRT WALL

CSH-1020WB/CSH-1020WH

DESIGN
AWARD

32
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PRODUCT FUNCTION

o Integrated with IHD function

e Video talk and door release / Telephone / ECO function enable

* Home device control / Security, healthcare enable

¢ Boiler & lighting switch, EMS controlling, entertainment and security
integrated smart equipment, the world first information platform

SPECIFICATION

Power source

DC 14V, 2A

Display 10.1 inch TFT LED Touch screen
Data transmission TCP/IP, RS 485

Wiring LAN(CAT.5e)

0s Android 0S

Memory DDR3 1GB

Storage 4GB eMMC

Resolution 1024x600 Digital LCD

LAN Ethernet 100

Wireless support

RS 485 or IP Sub Phone Interface

Slave Phone

Magnetic sensor interface/motion

Dimension(mm)

Display : 340(W)X234.5(H)X10(D)
Controll : 340(W)X125(H)X10(D)
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SMART FLAT

CSH-1020S

PRODUCT FUNCTION

e Integrated with IHD function

¢ Video talk and door release / Telephone / ECO function enable

* Home device control / Security, healthcare enable

e Boiler & lighting switch, EMS controlling, entertainment and security
integrated smart equipment, the world first information platform

SPECIFICATION

Power source DC 14V, 2A

Display 10 inch wide color LCD

Mount type Flush-mounted type

Operating temp. 0°C~40°C

Wiring LAN(CAT.5e)

0s Android 0S

Memory DDR3 1GB

Storage 4GB eMMC

Resolution 1980x1080 or 1024x600 Digital LCD
LAN Ethernet 100

Wireless support IR Receive/Zighbee Optional

Magnetic sensor interface/motion Detection

Sensor /emergency/gas, etc.

Dimension(mm) 336(W)x213(H)=17(33)(D)

HOME MOBILE

CHM-890B

ENTRANCE STATION

DRC-703S

PRODUCT FUNCTION

e A8 Coretex 1GHz

e Android 2.3

* 16GB Movi-NAND/512MB RAM
o Wi-Fi/ Bluetooth / GPS

¢ USB, DC, EarMic Jack

e Option : UART, Audio out, HDMI

SPECIFICATION

| O\

INTERNATIONAL DESIGN
EXCELLENCE AWARDS "4

ov

ESIGN
ooy AWARD

PRODUCT FUNCTION

e Overall tempered glass ¢ 7 inch TFT LED display

» AF(Anti-Finger printing) coating

e Public information display / weather & time display / voice
announcement

e Auto panel-lighting control by proximity sensor / multiple access
control method (password/RFID card)

e Househould unit call e Security office call

SPECIFICATION

Display 8.9 inch TFT LCD 1280X768 Type Power source DC 14V, 2A
Batter: 6,000mAH Li-polymer Battery Mount type Flush-mounted type
Y Flush-mounted type B
Operation Temp. -10°C~40°C
Audio it BN sl Wiring / 05 LAN(CAT. 5e] / Android 0S
Dolby 5.1 Channel sound Data transmission  TCP/IP, RS 485
Camera CMOS 1.3M Pixel Camera

2017 0O 00_0526.indd 33

Memory / Storage DDR3 1GB / 4GB eMMC

Touch key Capacitance Touch key
LAN Ethernet 100
Dimension(mm) 244{W)X270(H)X19(47)(D)
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METAL ENTRANCE STATION

DRC-7MS

reddot award
winner

product
design
award

2006 W

Rainshield

PRODUCT FUNCTION

e Metal front material applied

e BLE recognition

e 7 inch LED Display

e Full-HD resolution

* Page and call a household unit or a security guard station

SPECIFICATION

Power source DC 14V, 2.1A
Display 7 inch LED Display
Mount type Flush-mounted type
Camera 2M pixel

Wiring UTP(CAT.5e)
Distance Max.300m

RFID card 13.56MHz (optional)

Angle of view Horizontal : 81° / Vertical: 66°

Dimension(mm) 250 x 255 x 7(36)

GUARD STATION

CDS-70M

KITCHEN TV PHONE

CKV-1020FS

PRODUCT FUNCTION

e User-friendly GUI and LED touch screen
* Household paging and calling function
e Visitor monitoring and calling at the public entrance

e Interlocking with parking control system/unmanned courier system

e Emergency alert detection and disarming function
e CCTV monitoring in the public areas

SPECIFICATION

PRODUCT FUNCTION

* Digital TV/High sensitivity digital FM

e Tempered Glass with touch panel

e User-friendly GUI

¢ Home Network/Home Automation Integration

e Telephone call receiving enabled, Video playback

¢ Digital Photo Frame

* MP3P Flush-mounted(SD memory card sold separately)
¢ Cooking encyclopedialoptional

SPECIFICATION

Power DC 14V, 2.1A Power source AC 100~240V, 50/60Hz
Display 7 inch wide color LCD Display 10.17inch TFT LED display
Mount type Desktop / Wall-mounted type Mount type Wall-mounted type

Operation Temp. 0°C~40°C Package Main console, Remote control
Wiring / 0S LAN(CAT. 5e) / Android 0S Signal ATSC/QAM (Unscrambled)
Data transmission TCP/IP H/N, H/A RS-485

Resolution 800X480 Digital LCD Connection Video, Audio (R/L)

LAN Ethernet 100 Dimension (mm) 322(W)x262(H)=34(D)

Dimension(mm)

252(W)X247(H]X40(D)

34
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SERVER

CHS-10DS/LS/BS

LAYER 3 SWITCH

CSS-24H3

LAYER 2 SWITCH

CSS-24H2

PRODUCT FUNCTION

e Operation function of resident
administration page

e Interlocking with Smart metering, parking,
courier, DVR, and elevator servers

¢ Interlocking with web based system
management site (www.ruvie.co.kr)

¢ Interlocking with external control

e Various log information (emergency, alarms, etc.)

« Residential Units/ Complexes / Product data storage

e Server data backup function

SPECIFICATION

PRODUCT FUNCTION

 Twenty 100/1000Base-X ports and four GE
combo ports

e Subcards supported: 4x1000Base-X SFP
subcard,
2x10GE SFP+subcard, and 4x10GE SFP +
subcard

e Double hot swappable power supplies

e Forwarding performance: 96 Mpps

SPECIFICATION

PRODUCT FUNCTION

e Twenty-four 10/100M ethernet
electrical Port

e Two GE RJ45 ports

e Two GE SFP port

e AC power supply

¢ Packet forwarding rate: 9.6 Mpps

e Switching capacity: 12.8 Gbps

SPECIFICATION

Intel® Xeon “Harpertown”
E5405

(Quad Core/2.0G, 12M,
1333MHz)

2G DDR FB-DIMM(2Gx1ea)
8 slots(MAX. 166)

0S Embedded Linux

DVD-Multi Black

10/100/1000 Intel 82563EB
oDD PHYs built in FSP Power

Supply 460W

Interlocking with CCTV

cameras enabled 1U Rack Type

Dimension(mm) 430(W)X44(H)X650(D)

CPU

RAM

Power consumption < 63W

Switching capacity  128Gbps

Power consumption < 20W

MAC address table 32K

VLAN PRODUCT

Features 4K

MAC address table 8K MAC

Input voltage AC100-240V, 50/60Hz

Operating

environment 0°C~50°C (long term)

EEE Not supported

Operating temp. 0°C~45°C

- 10%~90%(non- Humidity
Humidity condensing) (non-condensing) 20%~85%
AC 100-240V, 50/60Hz Storage humidity
Input voltage DC -48V-—60V (non-condensing) ~ '07%~70%

Dimension(mm) 442(W)x44(H)x420(D)

Heat dissipation Without fan modules

Dimensions(mm) 442(W)x44(H)x220(D)

SENSOR SENSOR

SENSOR

SENSOR

CPB-10S,30S CPA-4012 CPA-0212 MS-10

———

E -

a
< . ’L}f

PRODUCT FUNCTION

PRODUCT FUNCTION PRODUCT FUNCTION PRODUCT FUNCTION

e Minimum reflection

e Wide range of adjustment

e |P44 compliance

e Both indoor and outdoor
installation enabled

e Infrared ray energy sensor

e Normal operation enabled after
30 seconds from powered on

e Indoor use

e Wall mounted type

e Mirror-typed infrared sensor

e Detects infrared rays from
7um~15um

e Indoor use

¢ Ceiling mounted type

e Magnetic typed sensor

e Indoor use

¢ Door/Window frame surface
mounted type

35
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CIP SYSTEM

CIP SYSTEM provides optimized security functions and complex monitoring without time and place restriction,

enables a cost-effective implementation of home network.
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CIP WALLPAD

CIP-700UL(POE)

product
design
award

203 W

O

G@DDESIGN

DESIGN
AWARD

PRODUCT FUNCTION

ECO: EMS(Energy Management System)/standby power breaker/
light-out/solar-power ink/IHD/electronic meters link

SECURITY: monitoring CCTV in public area/integrated door lock

CONVENIENCE FUNCTION: single-pass system/visitor identification/
voice mail/alarm/scheduling/elevator call/apartment complex
information search/video and voice call between households/
integrated unmanned delivery

CONNECTABLE PRODUCTS

H &

DRC-703S CDS-70M DRC-4L

2017 0O 0O0_0526.indd 37

SPECIFICATION

Power source

From Support PoE S/W

Display 7 inch TFT LED display
Mount type Wall-mounted type
Operating temp. 0°C~40°C

Wiring LAN(CAT.5e)

Data transmission TCP/IP, RS 485

0s Android 0S

Memory DDR3 1GB

Storage 4GB eMMC

Touch panel

Capacitance Touch Panel

Resolution

800x480 Digital LCD

LAN

Ethernet 100

Dimension(mm)

276(W)x178(H)x31(D)

DRC-40K

DRC-4U

37
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IPEC (IP EMERGENCY COMMUNICATION]

IPEC is an IP based emergency communication - video calls in an emergency to security office and smartphone
at the same time.
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IPEC SYSTEM

IPEC-911R

PRODUCT FUNCTION

e Based on IP 68

e Connecting solution with CCTV

e Easy installation

e Simple set-up

e Emergency alarm

e Video call with guard and designated control center
e Video call with smartphone

e Connecting with CCTV

e Connecting with intergrated control PC

e Connecting with COMMAX Video Management System
* H.264

SPECIFICATION

Power DC 12V, 1A

0S Android

CPU ARM11, 700MHz
RAM 1GB DDR2 SDRAM
NAND 512Mb

Call VolP

Image Sensor CMO0S

IP Grade P68

GUARD STATION

CDS-70M

2017 0O 00_0526.indd 39

PRODUCT FUNCTION

e User-friendly GUI and LED touch screen

¢ Household paging and calling function

e Visitor monitoring and calling at the public entrance

e Interlocking with parking control system/unmanned courier system
¢ Emergency alert detection and disarming function

e CCTV monitoring in the public areas

SPECIFICATION

Power DC 14V, 2.1A

Display 7 inch wide color LCD

Mount type Desktop / Wall-mounted type
Operation Temp. 0°C~40°C

Wiring / 0S LAN(CAT. 5e) / Android 0S
Data transmission TCP/IP

Resolution 800X480 Digital LCD

LAN Ethernet 100
Dimension(mm) 252(W)X247(H)X40(D)

39
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SMART GATE SYSTEM

SMART GATE SYSTEM is a cost-effective home network system, provides an integrated management with simple
installation-no server implementation required.
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WALL PAD

CDP-10201D

WALL PAD

(FLUSH-MOUNTED) (WALL-MOUNTED)

CAV-705U/CAV-705UW

ENTRANCE STATION

DRC-7MBL

PRODUCT FUNCTION

¢ 10.1inch TFT LED display

e Touch-screen with user-friendly GUI application
¢ DID function

e Security function & Light control

e Energy Management System

e Users can connect remotely, via their smart phones

SPECIFICATION

or

Goopesen  AWARD

PRODUCT FUNCTION

e 7inch TFT LED display

e Touch-screen with user-friendly GUI application
e DID function

e Security function & Light control

e Energy Management System

e Users can connect remotely, via their smart phones

SPECIFICATION

nnnnnn

PRODUCT FUNCTION

e Metal front material applied

¢ 3.5inch LED Display

e BLE recognition

¢ Page and call a household unit or a security
guard station

SPECIFICATION

Power source DC14.5V, 2.1A Power source AC 100~240V, 50/60Hz Power source DC 12V, 1A
Power Standby: 560maA, Power Standby: 6W, Maximum: Mount Type Flush-mounted type
consumption Maximum: 1.4A consumption 16W - ) )
0 ting temp _ 0°C~40°C Operating temp. -10°C~+40°C
0 ting t 0°C~40°C pera ~
perating temp Wiring UTP(CAT. 5e
Mount type Flush-mounted type CAV-705U : Flush- 3
Mount type mounted type Distance Max.300m
Guard/Lobby : Common yp CAV-705UW : Wall- .
Wiring 10 wires+ 5C2V mounted type RFID card 13.56MHz (optional)
Coaxial cable(2 Wire) Door .
9P Guard/Lobby : Common 10 . Horizontal : 81°/
camera : 4 wire Wirin wires+ 5C2V Angle of view Vertical: 66°
Individual entrance: 9 Coaxial cable(2 Wire) Door -
50m(0.650) / Guard camera : 4 wire Operation temp. -40°C~+40°C
Distance station: 1km[065@] / Individual entrance . .
C : : Dimension(mm) 250(W)x255(H)x7(36)(D)
3Pélé)l|(i5ecr\2t\r/e]mce_ 50m(0.65@) / Guard
m Distance station: Tkm(0.65@) /
i i Public entrance:
Dimension(mm)  318(W)x215(H)x18(61)(D) 300m(502V]
[276[W]X17E]3[H]X22[54][D]
. . CAV-705U
Dimension(mm 574} 178(H)x31(D)(CAV-
705UW)

ENTRANCE STATION

DRC-703LC/RF1

Guard Station

CDS-481L

SOFTWARE

SECUMAX

| O 1\

INTERNATIONAL DESIGN
EXCELLENCE AWARDS 14

Goopesan  AWARD

PRODUCT FUNCTION

¢ 3.5inch TFT LED display

 Page and call a household unit or a security guard station
* Various verification methods(PIN number/RFID card)
e Expandable up to 99 units of DRC-703 LC/RF1
e Mirror view of a visitor enabled when paging

SPECIFICATION

_
L i /

PRODUCT FUNCTION

¢ Paging and Calling with Household
eCalling for Lobby

eChecking and Setting out in Household
eExchanging Calls between Households

SPECIFICATION

Power source DC 12V, 1A

Mount type Flush-mounted type
Operating temp. -10°C~40°C

Wiring / Distance ~ UTP(CAT. 5e) / Max. 300m
RFID card 13.56MHz

Image sensor Color C-MOS

Angle of view Horizontal 81°, Vertical 66°
Min. Illumination  0.3Lux

Dimension(mm)  244(W)X270(H)X17(43)(D)

2017 0O 0O0_0526.indd 41

Power source AC 100V~220V, 50/60Hz

Mount type Desktop

Distance Tkm (0.65@)

Dimension(mm) 328(W)X230(H]X97(D)

PRODUCT FUNCTION

COMMAX SECUMAX Program is the software
that can control by integrating apartment
complex.

It is able to guarantee the security by the
integrated control of various functions such
as access information, visitor checking/
setting, parking record

* Register information functions
e Alarm functions

e Common entrance control

e Parking management control

41
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GATE VIEW SYSTEM

GATE VIEW SYSTEM is optimized for small and medium sized apartment complexes. It provides a safer and more
convenient environment.
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MONITOR

CAV-70MGX+

e o

SPECIFICATION

PRODUCT FUNCTION

e Connecting loT devices

. ) AC 100-240V, 50/60Hz
e Link with smart phone(Call, Talk, Control)

Power source

« 7inch touch LED Display Display 7 inch touch LED Display
e Electric, lighting, gas remote control Mount type Wall-mounted type

e Full touch screen with GUI Operating temp. 0°C~40°C

* Real-time CCTV monitoring through DVR(Full HD) Wiring UTP(CAT. 5¢)

¢ Door lock release enable loT Sensor Zighee

e Guard call & talk

e Storing visitor video Consumption

Stand by : Maximum 15W

Lobby phone: 300m
Security office: TKm

244(W) x180(H) x18(D)

e Security, disaster prevention function Distance

Dimension(mm)

MONITOR

CAV-1020IG+

MONITOR

CAV-70MG+

PRODUCT FUNCTION

e CCTV Monitoring with VD-202G+ (Expandable up to 8 CCTV cameras)

¢ 10.1inch LED Display

* Video talk and door lock release enable (both individual and public entrance)

e Guard call & talk

e Prevention of fire disaster and crime ¢ OSD

SPECIFICATION

PRODUCT FUNCTION

¢ CCTV Monitoring with VD-202G+ (Expandable up to 8 CCTV cameras)
e 7inch LED Display

« Video talk and door lock release enable (both individual and public entrance)
e Guard call & talk e OSD

SPECIFICATION

Power source

DC14.5V, 2.1A

Power source

AC 100-240V, 50/60Hz

Display 10.1 inch LED Display Display 7 inch LED Display
Mount type Wall-mounted type Mount type Wall-mounted type
Operating temp. 0°C~40°C Operating temp. 0°C~40°C

Wiring UTP(CAT. 5e) Wiring UTP(CAT. 5e)
Consumption Maximum : 15W Consumption Maximum : 15W

Distance

Lobby phone: 300m
Security office: TKm

Distance

Lobby phone: 300m
Security office: TKm

Dimension(mm)

318(W) x 215(H) x 36(D)

Dimension(mm)

244(W) x180(H) x18(D)

2017 0O 00_0526.indd 43
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MONITOR

CAV-70MG

MONITOR

CAV-43MG

PRODUCT FUNCTION

e 7inch LED Display

¢ Video talk and door lock release enable (both individual and public entrance)
e Guard call & talk

e 0SD

SPECIFICATION

PRODUCT FUNCTION

e 4.3 inch LED Display

¢ Video talk and door lock release enable (both individual and public entrance)
e Guard call & talk

e 0SD

SPECIFICATION

Power source AC 100-240V, 50/60Hz

Power source AC 100-240V, 50/60Hz

Display 7 inch LED Display Display 4.3 inch LED Display
Mount type Wall-mounted type Mount type Wall-mounted type
Operating temp. 0°C~40°C Operating temp. 0°C~40°C

Wiring UTP(CAT. 5e) Wiring UTP(CAT. 5e)
Consumption Maximum : 15W Consumption Maximum : 15W

Lobby phone: 300m

Distance Security office: TKm

Lobby phone: 300m

Distance Security office: TKm

Dimension(mm) 244(W) x180(H) x18(D)

Dimension(mm) 180(W)x180(H)x28(D)

AUDIO PHONE

AP-3SG

ENTRANCE STATION

DRC-703LC/RF1

PRODUCT FUNCTION

e Talk and door lock release enabled
(both individual and public entrance)
e Security office call enabled

SPECIFICATION

| O \

INTERNATIONAL DESIGN
EXCELLENCE AWARDS '14

op

GN
Goopesan  AWARD

PRODUCT FUNCTION

¢ 3.5inch TFT LED Display

e Page and call a household unit or a security office call enabled
e Various verification methods (PIN number/ RFID card)

e Expandable up to 99 units of DRC-703LC

e Mirror view of a visitor enabled when paging

® Reguires one technician for the system setup

SPECIFICATION

Power source

AC 110, 220, 240V, 50/60Hz

Power source

DC 12V, 1A

Mount type Wall-mounted type Mount type Flush-mounted type
Operating temp.  0°C~40°C Operating temp. -10°C~40°C

Wiring Common : UTP(Cat. 5e) / Door camera : 3 wire Wiring / Distance UTP(CAT. 5e) / Max. 300m
Distance Lobby phone : 300m / Guard station phone : TKm RFID card 13.56MHz
Dimension(mm)  108(W]X210(H)X33(D) Image sensor Color C-M0OS

44
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Angle of view

Horizontal 81°, Vertical 66°

Dimension(mm)

244(W)X270(H)X17(43)(D)

@
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ENTRANCE STATION

DRC-GUC/RF1

ENTRANCE STATION

DRC-900LC/RF1

1 -
]

l..:.'\-..

i
i
o
i

PRODUCT FUNCTION

e Paging and calling a household unit or a security guard station
* Various verification methods(password and RFID card)

SPECIFICATION

PRODUCT FUNCTION

e Vandal-proof Aluminium Die-casting Case

e Hidden Pinhole camera ¢ IR sensor Type Anti-freezing Buttons
e Endurability in Extreme Cold -40°C

* Registering up to 3 RFID cards per each household

e Security office call enabled ¢ House call by household number

Power source DC 12V, 1A

e Distance: Max.300(m) VD-103(N)

SPECIFICATION

Power consumption Standby: 135mA, Maximum: 320mA

Mount type Flush-mounted type Power source DC 12V, 1A
Operating temp. -10°C~40°C Mount type Wall-mounted type
Wiring / Distance  UTP(Cat. 5e) / Max. 300m(VD-103(N)) Operation Temp. -40°C~60°C

Image sensor Color C-MOS 1/4inch or 1/3inch Wiring UTP(Cat. 5e)

Angle of view Horizontal 68°, Vertical 55° RFID card 13.56MHz(optional]
Min. Illumination 0.1 Lux(Up to 300mm from camera to an object) Image sensor C-MOS(Pin-hole type)
Dimension(mm) 130(W)X315(H)X10(38)(D) Lighting Color : White LED X 2

Dimension[mm)  136(W)X260(H)X36(D)
Rain-shield[mm) 140(W)X260(H)X65(D)

GUARD STATION

CDS-4GS

DISTRIBUTOR SOFTWARE

CCU-4GF SECUMAX

|
| mamo
IR

|

PRODUCT FUNCTION

e Interphone with In-house unit
e Interphone with Lobby phone
e Door release for Lobby door

SPECIFICATION

PRODUCT FUNCTION PRODUCT FUNCTION

e Enables "STAR" wiring method for Gate View =~ COMMAX SECUMAX Program is the software
monitor connections that can control by integrating apartment

* CCU-4GF-to-CCU-4GF enabled to expand up  complex.

to 40 units limited to 300m Itis able to guarantee the security by the

* 1 unit supports 4 connections integrated control of various functions such

SPECIFICATION as access information, visitor checking/

setting, parking record

Power source DC 12V, 1A

Power DC 12V, 1A

Power

Mount type Wall-mounted type ¢ Register information functions

e Alarm functions
Transmission (RJ45 CAT.5e Patch Cable) e Common entrance control

e Parking management control

consumption Maximum: 2W

Lobby 8 Lines(Polarity)
Mount type Wall-mounted type/Desktop
Operating temp. 0°C-40°C Dimension(mm) 106(W)x76(H)x44(D)
Wiring UTP(Cat. 5e)

Dimension(mm) 196(W)X130(H)X51(D)
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AUDIO GATE SYSTEM(2 WIRES & UTP)

COMMAX Audio Gate System is optimized for multi-complex apartments and buildings. It also provides a simple
installation method and expandability for cost-effective implementation.
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AUDIO PANEL

DR-2AG/RF1

PRODUCT FUNCTION

Page and call a household unit or a security guard station with various
verification methods & name search function

B 9 « Expandability : Up to 4~1,000 household units
(Up to 3 RFID Card registration per household enabled)

¢ Clear & Bright Information Display : Legibility under bright or
low light environment via OLED Display

Audio gate system provides a simple installation method and
expandability for cost-effective implementation.

It provides various authentication methods such as name-search,
password and RFID Card to provide the most convenience and security.

. omi g
| e SPECIFICATION
ﬁ
o A
5 E $ Power source DC 12V, 1A
@ @ @ Power Standby: 400mA
B - Consumption Maximum: 500mA
D IOREY, P
& ' ® RFID card 13.56MHz (Optional)
Mount type Flush-mounted type
Lobby phone-to-floor distributor: 1 UTP
Wiring Household unit-to-floor distributor:
2 wires (non-polarity)
Dimension(mm) 130(WJX315(H)X10(38)(D)
DOOR PHONE SECURITY OFFICE DEVICE DISTRIBUTOR

AP-2SAG CDS-2AG CCU-204AGF/232AGF

|

PRODUCT FUNCTION PRODUCT FUNCTION PRODUCT FUNCTION

e 2 wire connection with non-polarity from a ¢ Household unit call e provides the power to each household units.
floor distributor ¢ Lobby phone call e TUTP cabling between floor distributors

e Talk with a visitor and door release o CID function for a calling household identification e Enhanced flexibility for various sites
capability o TUTP cabling for a simple installation from floor (2 type channel : 4ch/32ch)

* Power source : CCU-204AGF distributor

47
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SMART VIDEOPHONE

SMART VIDEOPHONE opens up a new paradigm in videophone industry by providing a wireless network connection via
internet to call and talk with a visitor on a smartphone.

.)))
.)))
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SMART VIDEOPHONE

CDV-70UX/70UX(HEMS)

product "
design
award
2013 | )
GODDESGN -
1
DESIGN
AWARD
PRODUCT FUNCTION SPECIFICATION
SMART VDP enables a visitor identification via smart phones and Power source AC 100~240V, 50/60Hz
provides a recording capability of still images and video of visitors. - - -
Display 7inch TFT LED display
e Expandable up to 2 monitors, 2 cameras and 2 interphones Mount type Wall-mounted type
Wiring Door camera : 4wires / Interphone : 4wires
SMARTPHONE : Visitor identification and calling enabled via . Door camera : 50m (0.650)
Effective range
Smartphone from anywhere (a door releasing function optional) ‘ Interphone : 20m (0.650)
0s Android 0S, i0S
HD QUALITY DISPLAY : More vivid image display enabled via 7* wide naroid ¥, 1
LCD application gg:]?]':gt?::e WIFI (Access Point] or 3G / LTE
STILL IMAGE AND VIDEO RECORDING : Up to 500 still images and 500 M Still Image (500 cuts)
emory Video (500 mins)

mins video recording capacity

Dimension(mm) 276(W)X178(H)X31(D)

WIRELESS CONTROL (CDV-70UX(HEMS)) : Home device external
wireless control without server (switch, lights, gas valve, ventilator)

49
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FINE VIEW

FINE VIEW is the world best selling videophone. It provides clear video quality through COMMAX'’s specialized
‘FINE VIEW' technology.

.
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MONITOR

CDV-70MH

PRODUCT FUNCTION

e Mirror front material applied
e 7inch TFT LED Display
e Video talk and door lock release enable

e Support 2 Monitors, 2 Cameras and 2 Interphones
e PAL/NTSC convertible

SPECIFICATION

Power source AC 100-240V, 50/60Hz

Display 7 inch LED Display

Mount type Wall-mounted type

Operating temp.  0°C~40°C

Wiring Door camera : 4wires / Interphone : 4wires
Distance Door camera : 28m (0.50) / Interphone : 30m(0.650)
Consumption Max.10W/standby 3.4W

Dimension(mm)  293(W)x180(H)x34(D)

MONITOR

CDV-43MH

PRODUCT FUNCTION

e Mirror front material applied
e 4.3 inch TFT LED display

e Video talk and door lock release enable
e Support 2 Monitors, 2 Cameras and 2 Interphones

e PAL/NTSC convertible

SPECIFICATION

Power source AC 100-240V, 50/60Hz
Display 4.3 inch LED Display
Mount type Wall-mounted type

Operating temp. 0°C~40°C

Wiring Door camera : 4wires / Interphone : 4wires
Distance Door camera : 28m (0.50) / Interphone : 30m(0.650)
Consumption Maximum : 15W

Dimension(mm)  230(W)x180(H)x41(D)

51
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MONITOR

CDv-70M

PRODUCT FUNCTION

e 7inch TFT LCD screen
e Video talk and door lock release enable
(both individual and public entrance)
e Support 2 Monitors, 2 Cameras and 2 Interphones
e PAL/NTSC convertible

SPECIFICATION

Power source

AC 100-240V, 50/60Hz

Display

7inch wide color LCD

Mount type

Wall-mounted type

Operating temp.

0°C~40°C

Wiring

Door camera : 4wires / Interphone : 4wires

Distance

Door camera : 28m (0.5@) / Interphone : 30m(0.65@)

Consumption

Max.10W/standby 3.4W

Dimension(mm)

244{W)x180(H)x18(D)

MONITOR

CDV-43M

MONITOR

CDV-72UM (MOTION DETECTION)

PRODUCT FUNCTION

e 4.3 inch TFT LCD screen
¢ Video talk and door lock release enable

DESIGN
AWARD

DRC-40KA

PRODUCT FUNCTION

e Video talk and door lock release enable

(both individual and public entrance)
* Support 2 Monitors, 2 Cameras and 2 Interphones
e PAL/NTSC convertible

SPECIFICATION

e Store video & still image through real-time monitoring & motion detection
* Long range communication with CCTV (Optional support MEGA-Q)

e Memory storing in SD card

e Expandable up to 2 monitors with 2 CCTV cameras and 2 door cameras
e Full touch screen ¢ PAL/NTSC convertible

e DRC-40KA connectable

SPECIFICATION

Power source

AC 100-240V, 50/60Hz

Display

4.3 inch LED Display

Mount type

Wall-mounted type

Operating temp.

0°C~40°C

Wiring

Door camera : 4wires / Interphone : 4wires

Consumption

Maximum : 15W

Distance

Door camera : 28m (0.5@) / Interphone : 30m (0.650)

Dimension(mm)

180(W)x180(H]=28(D)

52
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Power source

AC 100-240V, 50/60Hz

Display

7 inch wide color LCD

Mount type

Wall-mounted type

Operating temp.

0°C-~40°C

Door camera: 4 wires

Wiring Interphone: 4 wires
CCTV camera : 2wires
Distance Door camera : 50m (0.650)

Interphone : 30m (0.650)

Consumption

Max.16W/standby 4.6W

Dimension(mm)

276(W)x178(H)x31(D)
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MONITOR

CDV-71UM

MONITOR

CDV-70U/70UM

PRODUCT FUNCTION

e 7inch TFT LED Full touch screen

¢ Video talk and door lock release enable (both individual and public entrance)

e Expandable up to 2 monitors with 2 CCTV cameras, 2 door cameras
and 2 interphones

e CCTV Camera motion detection & Recording

e Memory storing in SD memory

SPECIFICATION

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enable

e Expandable up to 2 monitors with 2 CCTV cameras and 2 door cameras
* Memory storing in Micro SD memory (CDV-70UM)

SPECIFICATION

Power source AC 100V-240V, 50/60Hz

Power source AC 100V-240V, 50/60Hz

Mount type Wall-mounted type

Mount type Wall-mounted type

Operation Temp. 0°C~40°C

Operation Temp. 0°C~40°C

Door camera : 4wires / Interphone : 4wires

Door camera : 4wires / Interphone : 4wires

Wiring / CCTV camera : 2wires Wiring / CCTV camera : 2wires
Distance [%C.Jggglamera : 50m (0.65@) / Interphone : 20m Distance Door camera : 50m (0.65@) / Interphone : 30m

Consumption Max.16W/standby 3.9W

Dimension(mm)  276(W)X185(H)X33(D)

(0.650)

CDV-70U :Max.16W/standby 3.9W

Consumption  <py_70UM :Max.16W/standby 2.6W

Dimension(mm)  276(W)X185(H)X33(D)

MONITOR

CDV-70H/70H2

MONITOR

CDV-70N/70N2/70NM

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enable

¢ Hands free type design

» Expandable up to 1 door camera, 2 monitors and 2 interphones (CDV-70H)
» Expandable up to 2 monitors, 2 door cameras and 2 interphones (CDV-70H2)
e PAL /NTSC Convertible ¢ OSD function

SPECIFICATION

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enable

e PAL/NTSC Convertible

¢ Handset type design

* Expandable up to 1 door camera, 2 monitors and 2 interphones (CDV-70N])

* Expandable up to 2 monitors, 2 door cameras and 2 interphones (CDV-70N2)

* Memory storing in Micro SD Memory(CDV-70NM]J(SD card is not included
CDV-70NM)

SPECIFICATION

Power source AC 100V-240V, 50/60Hz(FREE VOLTAGE])

Power source AC 100V-240V, 50/60Hz

Mount type Wall-mounted type

Mount type Wall-mounted type

Operation Temp. 0°C~40°C

Operation Temp. 0°C~40°C

Wiring Door camera : 4wires / Interphone : 4wires

Wiring Door camera : 4wires / Interphone : 4wires

Distance Door camera : 28m (0.5@) / Interphone : 30m (0.650@)

Distance Door camera : 28m (0.5@) / Interphone : 30m (0.650)

Consumption Stand-by : 3W/Maximum: 16 W

Consumption Stand-by : 3 W/ Maximum: 16 W

Dimension[mm)  180(W)X180(H)X28(D)

Dimension[mm)  230(W)X180(H)X28(D)
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MONITOR

CDV-70K/70KM

MONITOR

CDV-70KR3

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enable

e Expandable up to 2 monitors with 2 CCTV cameras and 2 door cameras
e Memory storing in Micro SD memory (CDV-70KM)

SPECIFICATION

DRC-40KR2

PRODUCT FUNCTION

e 7inch TFT LED display

¢ Video talk and door lock release enabled

e Connectable with multi-button panel

» Door release enabled by monitoring(without visitor's call)
* 3 Door release function(front door, garage, back door)

e Support 2 Monitors, 2 Cameras, and 2 Interphones

e PAL /NTSC Convertible

SPECIFICATION

Power source AC 100V-240V, 50/60Hz

Power source AC 100~240V, 50/60Hz

Mount type Wall-mounted type Mounted type Wall-mounted type

Operation Temp. (0°C~40°C Door Camera 4 wires, sub interphone 4 wires
. A . Wiring Door open : front door back door 2 wires,

Wiring Door camera : 4wires / Interphone : 4wires Garage 3 wires

Distance Door camera : 50m (0.65@) / Interphone : 30m (0.650) Dimension(mm)  311(W)x168(H)x32(D)

Consumption Max.16W/standby 4.5W

Dimension(mm)  311(W)X168(H)X32(D)

MONITOR

CDV-70AR3

MONITOR

CDV-70KPT(PAN/TILT)

DRC-40KR2

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enabled

e Connectable with multi-button panel

» Door release enabled by monitoring(without visitor's call)
3 Door release function(front door, garage, back door])

e Support 2 Monitors, 2 Cameras, and 2 Interphones

o PAL /NTSC Convertible

SPECIFICATION

DRC-40KPT

PRODUCT FUNCTION

e 7inch TFT LED display

e Digital Pan-Tilt (160° angle of view)

¢ Navigation buttons applied to maneuver display

¢ 5 Step Zoom

e Support 2 Monitors, 2 Cameras and 2 Interphones
e PAL/NTSC convertible

o DRC-40KPT connectable

SPECIFICATION

Power source AC 100~240V, 50/60Hz

Mounted type Wall-mounted type

Door Camera 4 wires, sub interphone 4 wires
Wiring Door open : front door back door 2 wires,
Garage 3 wires

Dimension(mm)  243(W)x168(H)x35(D)
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Power source AC 100-240V, 50/60Hz

Mount type Wall-mounted type

Operating temp. 0°C~40°C

Door camera: 4 wires(Polarity)

Wiring Interphone: 4 wires(Polarity)
' Door camera: 50m(0.65@)

Distance Interphone : 30m (0.650)

Consumption Max.16W/standby 4.5W

Dimension(mm) 311(W)x168(H)x32(D)

@
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MONITOR

CDV-70KT

MONITOR

CDV-43K/43K2/43KM

PRODUCT FUNCTION

e 7inch TFT LED display

e Video talk and door lock release enable
¢ Phone call enable during power failure
e Connectable to PABX

e DID function e PAL/NTSC convertible

SPECIFICATION

PRODUCT FUNCTION

e 4.3 inch TFT LED display

e Video talk and door lock release enable

e Expandable up to 1 door camera, 2 monitors and 2 interphones (CDV-43K/43KM)
e Expandable up to 2 monitors, 2 door cameras and 2 interphones (CDV-43K2)
* Memory storing in SD Memory(CDV-43KM)

SPECIFICATION

Power source AC 100V-240V, 50/60Hz

Power source

AC 100V-240V, 50/60Hz

Mount type Wall-mounted type

Mount type

Wall-mounted type

Operation Temp. 0°C~40°C

Operation Temp.

0°C~40°C

Wiring Door camera : 4wires / Telephone: 2 wires

Distance Door camera : 50m (0.65@) / Interphone : 30m (0.650)

Consumption Max: 16 W/ Stand-by : 4 W

Dimension(mm)  311(W)X168(H)X32(D)

Wiring

Door camera : 4wires
Interphone : 4wires

Distance

Door camera : 28m (0.50)
Interphone : 30m (0.65@)

Consumption

Standby : 2.5W, Operating : 8W

Dimension(mm)

157(W)X167(H)X28(D)

MONITOR

CDV-43U

MONITOR

CDV-35A

PRODUCT FUNCTION

® 4.3 inch TFT LED display
e Video talk and door lock release enable
(both individual and public entrance)

e Support 2 monitors, 2 cameras and 2 Interphones
e PAL/NTSC convertible

SPECIFICATION

‘ III =T
& m =
——— -

PRODUCT FUNCTION
* 3.5inch TFT LED display

e Video talk and door lock release enable

(both individual and public entrance)

e Support 2 monitors, 2 cameras and 2 Interphones
e PAL/NTSC convertible

SPECIFICATION

Power source AC 100V-240V, 50/60Hz

Power source

AC 100V-240V, 50/60Hz

Mount type Wall-mounted type

Mount type

Wall-mounted type

Operation Temp.  0°C~40°C

Operation Temp.

0°C-~40°C

Door camera : 4wires

Wiring Interphone : 4wires

Wiring

Door camera : 4wires
Interphone : 4wires

Door camera : 50m (0.650)

Distance Interphone : 30m (0.650)

Distance

Door camera : 50m (0.65@)
Interphone : 30m (0.650)

Consumption Max.10W/standby 3.4W

Consumption

Max.10W/standby 3.4W

Dimension(mm) 180(W]X180(H)X28(D)

Dimension(mm)

240(W)X121(H]X27(D)
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VIDEO DOOR STATION

DRC-4M

PRODUCT FUNCTION

e Flush-mounted illumination sensor

¢ Metal front Material applied

¢ House call and talk

SPECIFICATION

Power source

12V(From monitor)

Operation Temp. -10°C~50°C

Wiring 4 wire

Minimum

Ilumination 0.1Lux(up to 300mm)
Lighting Flush-mounted white LED

Camera view

Horizontal 75°,
Vertical 55°

Camera angle

Ascendant: 10°

adjusting Descendant: 10°
Scanning frequency NTSC/PAL
Distance 50m(0.650)
Image Sensor Color C-MOS

Dimension(mm)

112.2(W)x146.2(H)x44.3(D)

VIDEO DOOR STATION

DRC-4U

product
design
award

2003 H

©

GGODDESIGN
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PRODUCT FUNCTION

e Flush-mounted illumination sensor

¢ Indoor use ¢ Flush-mounted type

e House call and talk

SPECIFICATION

Power source

12V(From monitor)

Operation Temp.

-10°C~50°C

Wiring

4 wire

Minimum Illumination

0.1Lux (up to 300mm)

Lighting

Flush-mounted white LED

Camera view angle

Horizontal 81°, Vertical 66°

Camera angle
adjusting

Ascendant: 13°
Descendant: 13°

Scanning frequency

NTSC/PAL

Distance

28m(0.5@) / 50m (0.650)

Image Sensor

CMOS(1/3 inch)

Dimension(mm)

140(W)x152(H)x21(44)(D)
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VIDEO DOOR STATION

DRC-4L

Wall-mounted

Flush-mounted cover

PRODUCT FUNCTION

¢ Embedded LED (night working)

e House call and talk

e Phone volume adjustment function

e Wall-mounted type

SPECIFICATION

Power source

12V(From monitor)

Operation Temp.

-10°C~50°C

Wiring

4 wire

Minimum [llumination

0.1Lux (up to 300mm)

Lighting

Flush-mounted white LED

Camera view angle

Horizontal 68°, Vertical 55°

Scanning frequency  NTSC/PAL
Distance 50m (0.650)
Image Sensor Color C-MOS

Dimension(mm)

100(W)x143(H)x35(D)

VIDEO DOOR STATION

DRC-40K

2017 0O 00_0526.indd 57

PRODUCT FUNCTION

e Flush-mounted illumination sensor

e Both indoor and outdoor use

e Wall-mounted type e House call and talk

SPECIFICATION

Power source

12V(From monitor)

Operation Temp.

-10°C~50°C

Wiring

4 wire

Minimum I[llumination

0.1Lux (up to 300mm)

Lighting

Flush-mounted white LED (3pie) 2 EA

Camera view angle

Horizontal 75°, Vertical 55°

Scanning frequency

NTSC/PAL

Distance

28m(0.5@) / 50m(0.650@)

Image Sensor

CMOS(1/4 inch)

Dimension(mm)

96(W)x154(H)x31(D)
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VIDEO DOOR STATION

DRC-41UN

VIDEO DOOR STATION

DRC-4FC

VIDEO DOOR STATION

DRC-4CGN2/4CPN2

PRODUCT FUNCTION

e Flush-mounted illumination sensor
e Flush-mounted type ¢ Name plate
* House Call and talk

e Both indoor and outdoor use

SPECIFICATION

PRODUCT FUNCTION

e Flush-mounted illumination sensor
e Both indoor and outdoor use
e Flush-mounted type ® House call and talk

SPECIFICATION

DRC-4CPN2

DRC-4CGN2

PRODUCT FUNCTION

e Flush-mounted pin-hole camera

e Flush-mounted illumination sensor

e Both indoor and outdoor use

e Wall-mounted type ¢ House call and talk
* Brown, Silver color available

SPECIFICATION

Power source 12V(From monitor)

Power source 12V(From monitor)

Power source 12V(From monitor)

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Wiring 4 wire Wiring 4 wire

Minimum Minimum

Illumination 0.1Lux (up to 300mm) Iumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED Lighting Flush-mounted white LED

(3pie) 2 EA

Camera view

angle Horizontal 68°, Vertical 55°

Camera view

angle Horizontal 68°, Vertical 50°

Wiring 4 wire

Minimum

Wlumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED

(3pie) 2 EA

Camera angle

Ascendant: 10°

Camera angle

Ascendant: 13°

adjusting Descendant: 10° adjusting Descendant: 13°
Scanning Scanning

frequency NTSC/PAL frequency NTSC/PAL

Distance 50m (0.650) Distance 28m (0.5@) / 50m(0.650)
Image Sensor  Color C-M0S Image Sensor ~ CMOS(1/4 inch)

Dimension(mm)

130(W)x182(H)x10(39)(D)

Dimension(mm)

119(W)x178(H)x23(45)(D)

Camera view
angle

Horizontal 47°, Vertical 34°

Scanning
frequency NTSC/PAL
Distance 28m (0.5@) / 50m(0.650)

Image Sensor

CMOS(1/4 inch)
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DRC-4CGN2
87(W)x120(H)=20(D)
DRC-4CPN2
50(W)x118(H)x25(D)

Dimension(mm)

2017.8.5. 0O04:00



®

VIDEO DOOR STATION

DRC-40KPT ean/miLm

VIDEO DOOR STATION

DRC-40KAmorion peTECTION)

VIDEO DOOR STATION

DRC-40KR22p00r 0PN

PRODUCT FUNCTION

* 160° angle of view e Illuminance sensor
e Out door model ® Wall-mounted type

* House call and talk

e Connectable with CDV-70KPT

SPECIFICATION

PRODUCT FUNCTION

¢ Motion detection real time monitoring door camera
e Aluminum die-casting material

e [lluminance sensor e Wall-mounted type

e House call and talk

e Connectable with CDV-72UM

SPECIFICATION

PRODUCT FUNCTION

e 2 Door open e Illuminance sensor

e Qut door model ® Wall-mounted type

e House call and talk Connectable with
CDV-70KR3/70AR3

SPECIFICATION

Power source 12V(From monitor)

Power source 12V(From monitor)

Power source 12V(From monitor)

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Wiring 4 wire Wiring 4 wire

Minimum Minimum

Illumination 0.1Lux (up to 300mm] Wlumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED Lighting Flush-mounted white LED

(3pie) 2 EA

(3pie) 2 EA

4 wires to monitor
2 wires to the DOOR1

Camera view

angle Horizontal 82°, Vertical 50°

Camera view

angle Horizontal 75°, Vertical 55°

Camera angle  Ascendant: 15°

Cameraangle  Ascendant: 12°

Wiring release [non-polarity)
3 wires to the 2nd DOOR
release
Minimum
IWlumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED

(3pie) 2 EA

Camera view

angle Horizontal 75°, Vertical 55°

Cameraangle  Ascendant: 12°

adjusting Descendant: 15° adjusting Descendant: 12°
Scanning Scanning

frequency NTSC/PAL frequency NTSC/PAL
Distance 50m (0.650) Distance 50m (0.650)
Image Sensor  Color C-MOS Image Sensor  Color C-MOS

Dimension[mm) 96(W)x155(H)x32(D)

Dimension[mm) 96(W)x155(H)x32(D)
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adjusting Descendant: 12°
Scanning

frequency NTSC/PAL
Distance 50m (0.650)
Image Sensor  Color C-MOS

Dimension(mm) 96(W)x155(H)x32(D)

59

2017.8.5. 0O04:00



®

MULTI BUTTON DOOR CAMERA (Only for Fine View]

MULTI BUTTON DOOR CAMERA is optimized for small sized apartment complexes and can be combined with
COMMAX FINE VIEW SERIES.

[ n Floor

Household Camera

- ﬂ 3rd Floor

Household Camera

i '
e
o IEEE— i 2nd Floor

Household Camera

1st Floor

Lobby

—— 4 \\ires
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MULTI BUTTON DOOR CAMERA

DRC-2UC

MULTI BUTTON DOOR CAMERA

DRC-3UC

MULTI BUTTON DOOR CAMERA

DRC-4UC

PRODUCT FUNCTION

e 2 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

PRODUCT FUNCTION

e 3 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

PRODUCT FUNCTION

e 4 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

Power source  DC12V/1A Power source  DC12V/1A Power source  DC12V/1A

Operation Temp. -10°C~50°C Operation Temp. -10°C~50°C Operation Temp. -10°C~50°C

Wiring 4 wire Wiring 4 wire Wiring 4 wire

Minimum Minimum Minimum

Wumination 0.1Lux (up to 300mm) [Wlumination 0.1Lux (up to 300mm) [Wlumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED Lighting Flush-mounted white LED Lighting Flush-mounted white LED

(3pie) 2 EA

(3pie) 2 EA

(3pie) 2 EA

Camera view

angle Horizontal 75°, Vertical 55°

Camera view

angle Horizontal 75°, Vertical 55°

Camera view

angle Horizontal 75°, Vertical 55°

Cameraangle  Ascendant: 13°

Cameraangle  Ascendant: 13°

Cameraangle  Ascendant: 13°

adjusting Descendant: 13° adjusting Descendant: 13° adjusting Descendant: 13°
Scanning Scanning Scanning

frequency NTSC/PAL frequency NTSC/PAL frequency NTSC/PAL

Distance 28m (0.5@) / 50m (0.650) Distance 28m (0.5@) / 50m (0.650) Distance 28m (0.5@) / 50m (0.650@)

Image Sensor ~ C-MOS(1/4 inch)

Image Sensor ~ C-MOS(1/4 inch)

Image Sensor ~ C-MOS(1/4 inch)

Dimension(mm) 130(W)x250(H)x10(D)

Dimension[mm) 130(W)x250(H)x10(D)

Dimension[mm) 130(W)x250(H)x10(D)

MULTI BUTTON DOOR CAMERA

DRC-5UC

MULTI BUTTON DOOR CAMERA

DRC-6UC

MULTI BUTTON DOOR CAMERA

PRODUCT FUNCTION

¢ 5 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

PRODUCT FUNCTION

¢ 6 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

DRC-7UC

PRODUCT FUNCTION

¢ 7 button wide name plate
e Material: Aluminum e House call and talk

SPECIFICATION

Power source DC12V/1A

Power source DC12V/1A

Power source DC12V/1A

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Operation Temp. -10°C~50°C

Wiring 4 wire Wiring 4 wire Wiring 4 wire

Minimum Minimum Minimum

[Llumination 0.1Lux (up to 300mm) Wlumination 0.1Lux (up to 300mm) IWlumination 0.1Lux (up to 300mm)
Lighting Flush-mounted white LED Lighting Flush-mounted white LED Lighting Flush-mounted white LED

(3pie) 2 EA

(3pie) 2 EA

(3pie) 2 EA

Cameraview  ;1isontal 75°, Vertical 55°

Cameraview i, 1is0ntal 75°, Vertical 55°

Cameraview i, 1i70ntal 75°, Vertical 55°

angle angle angle

Camera angle  Ascendant: 13° Camera angle  Ascendant: 13° Cameraangle  Ascendant: 13°
adjusting Descendant: 13° adjusting Descendant: 13° adjusting Descendant: 13°
Scanning Scanning Scanning

frequency NTSC/PAL frequency NTSC/PAL frequency NTSC/PAL

Distance 28m (0.5@) / 50m (0.650) Distance 28m (0.5@) / 50m (0.650) Distance 28m (0.5@) / 50m (0.65@)

Image Sensor ~ C-MOS(1/4 inch)

Image Sensor ~ C-MOS(1/4 inch)

Image Sensor ~ C-MOS(1/4 inch)

Dimension(mm) 130(W)x315(H)x10(D)

Dimension(mm) 130(W)x315(H)x10(D)

Dimension(mm) 130(W)x315(H)x10(D)
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DOORPHONE

DOORPHONE is standard product line that provides a better audio quality along with its refined design.

2nd Floor

-

1st Floor . 'y

Household
Door Unit

2 Wires
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DOORPHONE

DP-2S

DOORPHONE

DP-2LD

PRODUCT FUNCTION

e 2 wires with non-polarity
e Talk with a visitor
* Door release

e User friendly handset design with convenient hand grip

SPECIFICATION

PRODUCT FUNCTION

e Battery operated(6V) or DC 9~12V Adaptor
e 2 Wires Non Polarised

e Door Lock Release

e Talk with a visitor

SPECIFICATION

Power source AC 110, 220, 230, 240V, 50/60Hz

Power source AA size 1.5V battery x 4 / DC 9~12V Adaptor

Mounted type Wall-mounted type Mounted type Wall surface mounted (Bracket included)
Wiring 2 wires - Call : Non-polar 2wires
Wiring Door Release : Non-polar 2wires

Dimension(mm)  108(W)x210(H)x33(61)(D)

Distance Door unit : 100m (0.65@)

Dimension[mm)  98(W)x208(H)x38(61)(D)

15months (Stand-by)

Battery life 9months (Use 15 times a day)

*Battery life could differ according to product usage.

DOORPHONE

DP-LAO01TM/S

DOORPHONE

DP-201LA

PRODUCT FUNCTION

® 2 wires with non-polarity

e User friendly handset design with convenient hand grip
e Talk with a visitor

e Door lock release

e Room to room

SPECIFICATION

PRODUCT FUNCTION

® 2 wires with non-polarity

e Talk with a visitor

® Door lock release

» Power supply for door lock release (12V)

SPECIFICATION

Power source AC 110/220/230/240V , 50/60Hz

Power source AC 220V, 50Hz only

Mounted type Wall-mounted type

Mounted type Wall-mounted type

Call: 2 wires
Wiring Door Release: 2 wires
Master/Slave: 5 wires

Call: 2 wires

Wiring Door Release: 2 wires

Distance 50m Door to Room / 30m Room to Room

Distance 100m(0.65@) / 150m(0.8@)

Dimension(mm)  98(W)x208(H)x38(D)

Dimension(mm)  98(W)x208(H)x43(D)
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DOORPHONE

DP-LA101M/S

WIRELESS DOORPHONE

WDP-174LM/LS, WDR-174DS

PRODUCT FUNCTION

e 2 wires with non-polarity

e Talk with a visitor

e User friendly handset design with convenient hand grip
e Door lock release

e Room to room

» Power supply for door lock release (12V)

SPECIFICATION

WDP-174LM/LS WDR-174DS

PRODUCT FUNCTION

¢ 1.7Ghz

e HD VOICE

e 1:1 talking and paging (up to 1:4)

¢ Door release function

¢ Auto frequency switching function to eliminate interference

SPECIFICATION

Power source AC 110/220/230/240V, 50/60Hz

Power source AC 100-240V, 50/60Hz

Mount type Wall-mounted type Mount type Desktop & Wall-mounted type

Call: 2 wires Wiring Wireless
Wiring ag‘;iei?é‘fgfgffmrgf Distance Open area; 250m (with barrier : 50m)
Distance 100m(0.65@) / 150m(0.80) Dimension(mm) 98(W]x208(H)x43(66](D)

Dimension(mm)  98(W)x208(H)x43(D)

DOORPHONE

DP-SS

DOORPHONE

DP-ML

PRODUCT FUNCTION

e Talk with a visitor
e Door lock release
e Connectable : DR-nUM product

SPECIFICATION

PRODUCT FUNCTION

e Talk with a visitor

e Page and call a guard station (DP-ML)
¢ Door lock release

e Connectable : DR-nUM product

SPECIFICATION

Power source DC 12V(Supplied by DR-nUM]

Mounted type Wall-mounted type

Wiring 4 wires

Dimension(mm) 72(W)x210(H)x33(61)(D)
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Power source AC 220V, 50Hz

Mount type Wall-mounted type
Wiring 4 wires
Distance 100m(0.65@) / 150m(0.80@)

Dimension(mm) 98(W)x208(H)=38(61)(D)
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DOOR UNIT

DR-2L

DOOR UNIT

DR-2R

DOOR UNIT

DR-2K

PRODUCT FUNCTION

e House call and talk
e 2-wire entrance panel

SPECIFICATION

PRODUCT FUNCTION

e House call and talk
e 2-wire entrance panel

SPECIFICATION

(o)

PRODUCT FUNCTION

e House call and talk
e 2-wire entrance panel

SPECIFICATION

Power source DC 9V

Power source DC 9V

Power source DC 9V

Mount type Wall-mounted type

Mount type Wall-mounted type

Mount type Wall-mounted type

Operation temp -10°C~40°C

Operation temp -10°C~40°C

Operation temp -10°C~40°C

Wiring 2 wires

Wiring 2 wires

Wiring 2 wires

Dimension(mm) 126(W)x186(H)x23(D)

Dimension(mm) 123(W)x174(H)x30(D)

Dimension(mm) 96(W)x128(H)x26(D)

DOOR UNIT

DR-2GN

DOOR UNIT

DR-2PN

DOOR UNIT

DR-201D

PRODUCT FUNCTION

¢ Vandal proof
e House call and talk
e 2-wire entrance panel

SPECIFICATION

PRODUCT FUNCTION

e Vandal proof
e House call and talk
e 2-wire entrance panel

SPECIFICATION

PRODUCT FUNCTION

e House call and talk
e 2-wire entrance panel

SPECIFICATION

Power source DC 9V

Power source DC 9V

Power source DC 9V

Mount type Wall-mounted type

Mount type Wall-mounted type

Mount type Wall-mounted type

Operation temp -10°C~40°C

Operation temp -10°C~40°C

Operation temp -10°C~40°C

Wiring 2 wires

Wiring 2 wires

Wiring 2 wires

Dimension[mm) 88(W)x120(H)x21(D)

Dimension[mm) 50(W)x118(H)x25(D)

Dimension(mm) 96(W)x140(H)x42(D)
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MULTI BUTTON AUDIO UNIT

MULTI AUDIO UNIT is optimized for small and medium sized apartment complexes and enhances security

with access control at the lobby.
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MULTI BUTTON AUDIO UNIT MULTI BUTTON AUDIO UNIT MULTI BUTTON AUDIO UNIT

DR-2UM DR-4UM DR-6UM

PRODUCT FUNCTION PRODUCT FUNCTION PRODUCT FUNCTION
e 2 button wide name plate e 4 button wide name plate e 6 button wide name plate
e Material: Aluminum e Material: Aluminum e Material: Aluminum

e House call and talk e House call and talk e House call and talk
SPECIFICATION SPECIFICATION SPECIFICATION
Power source DC12v Power source DC12v Power source DC12v

?r?atra\smission 3 wire in common+1 wire ?ra;gsmission 3 wire in common+1 wire '[I')raa:gsmission 3 wire in common+1 wire
Communication Hands-free type Communication Hands-free type Communication Hands-free type

Display device  LED light Display device  LED light Display device  LED light
Dimension(mm) 130(W)x315(H)x10(D) Dimension(mm]) 130(W)x315(H)x10(D) Dimension(mm]) 130(W)x315(H)x10(D)
MULTI BUTTON AUDIO UNIT MULTI BUTTON AUDIO UNIT

DR-8UM DR-nUS

PRODUCT FUNCTION PRODUCT FUNCTION

8 button wide name plate * DR-4US/6US/8US/10US/12US

e Material: Aluminum e Material: Aluminum

e House call and talk e House call and talk

SPECIFICATION SPECIFICATION

Power source DC12v Power source DC12v
DataTransmission 3 wire in common+1 wire DataTransmission 3 wire in common+1 wire
Communication Hands-free type Communication Hands-free type

Display device LED light Display device LED light
Dimension(mm) 130(W)x315(H)x10(D) Dimension(mm) 130(W)x315(H)x10(D)

CONNECTABLE PRODUCTS

DP-SS DP-ML

67
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INTERPHONE/INTERCOM

The most typical INTERPHONE and INTERCOM with distinguished design and excellent quality have been the best
selling COMMAX products for past 48 years.

<N -

kil

.....

.....

DIRECT CONNECTION MULTI BUS CONNECTION
TP-12RM, CM-801/800, CM-810/800S TP-nRC, CM-810M

| III,J

1000m(0.65) . o
—W—

DIGITAL CONNECTION
TP-90RN
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INTERPHONE

TP-6/12RC

INTERPHONE

TP-90RN

PRODUCT FUNCTION

* Variable system composition (6 or 12 units)
e |D setting enabled with dip switch
e Effective calling to all units by paging function

SPECIFICATION

PRODUCT FUNCTION

e Calling ¢ Exchanging ¢ Speaker phone
¢ 3 Channel simultaneous communication
e Group call e Broadcasting

e Privacy function e Paging

e Caller ID display on FND display

e Expandable up to 90 pcs

SPECIFICATION

Power source DC 12V, 200mA Power source DC 24V, 200mA

Mount type Wall-mounted type Mount type Wall-mounted type
Wiring Common 4 wires Wiring Common 10wires
Distance 500m(0.650) Distance 1Km(0.650)
Dimension(mm) 116(W)x208(H)x43(65)(D) Dimension(mm) 116(W)x208(H)=43(65)(D)
INTERPHONE INTERPHONE

TP-12RM

TP-S

PRODUCT FUNCTION PRODUCT FUNCTION

e Supporting up to 12 pcs of TP-S(Sub-unit) e Calling to TP-12RM

e Convenient caller identification by adopting red LED e Talking to TP-12RM

e Covering total system just through one power installation

e Calling to each station

e LED indication

SPECIFICATION SPECIFICATION

Power source DC 24V, 200mA Power source DC 24V, (form TP-12RM])
Mount type Wall-mounted type Mounted type Wall-mounted type
Wiring Invisible 2 wires Wiring Call: 2 wires

Distance 1Km(0.650) Distance 100m(0.65@) / 150m(0.8@)
Dimension(mm) 116(W)x208(H)x43(65)(D) Dimension(mm) 72(W)x215(H)=38(D)
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INTERPHONE

TP-1L

WIRELESS INTERPHONE

WT-171L(M/S)

PRODUCT FUNCTION

e 1:1 paging and talking feature
e Convenient & Flexible installation by adopting 1.5V batteries

SPECIFICATION

WT-171L(M) WT-171L(S)

PRODUCT FUNCTION

¢ 1.7Ghz

e HD VOICE

¢ 1:1 Paging and talking

e Auto frequency switching function to eliminate interference

SPECIFICATION

Power source

AA size 1.5V battery 4ea

Power source

AC 100-240V, 50/60Hz

Mount type Wall-mounted type Mount type desk-top&Wall-mounted type
Wiring Invisible 2 wires Wiring Wireless

Distance 100m(0.650) Distance Open area: 250m (with barrier : 50m)
Dimension(mm) 98(W)x208(H)x38(D) Frequency 1.7 GHz~1.9GHz

Dimension(mm)

98(W)x208(H)x43(66)(D)

INTERCOM

CM-801/800

INTERCOM

CM-810/800S

CM-800

PRODUCT FUNCTION

CM-800S

PRODUCT FUNCTION

e Enabling long communication through PTT function
e Calling to household
e Indicating in-use status

SPECIFICATION

e Calling ID display on FND display
e Expendable up to 10 pcs (CM-800S)
e Adjustable sound level depending on its environments

SPECIFICATION

Power source

DC 12V, 200mA

Power source

DC 12V, 200mA

Consumption

Standby: 7mA / Max: 160mA

Consumption

Standby: 60mA / Max: 370mA

Operation temp. 0°C~40°C Operation temp. 0°C~40°C
Wiring 2 wires Wiring 2 wires
Distance 300m(0.650) Distance 300m(0.650)

Dimension(mm)

183(W)x169(H)x41(D)

Dimension(mm)

183(W)x169(H)x41(D)
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INTERCOM

CM-810M

WIRELESS INTERCOM

WI-3SN

PRODUCT FUNCTION

e Calling ID display on FND display
e Expendable up to 10 pcs
e Adjustable sound level depending on its environments

SPECIFICATION

PRODUCT FUNCTION

e High audio quality adopted PLL function

* No cross of wires

e Indicating in-use status

e Available to install anywhere with AC outlet
e Enabling long communication through PTT
e Adjustable sound level

SPECIFICATION

Power source DC 12V, 1A Power source AC 100/120/220/230/240V, 50/60Hz
Consumption Standby: 50mA / Max: 100mA Wiring Wireless

Operation temp. 0°C~40°C Dimension(mm)  186(W)x133(H)x44(D)

Wiring 12 wires

Distance 200m(0.650)

Dimension(mm) 183(W)x169(H)x41(D)

WIRELESS INTERCOM

WI-2B

POWER INTERCOM

PI-30LN/20LN/10LN

PRODUCT FUNCTION

e High audio quality adopted PLL function

* No cross of wires

e Indicating in-use status

e Available to install anywhere with AC outlet
e Enabling long communication through PTT
e Adjustable sound level

SPECIFICATION

AXrrrr

PRODUCT FUNCTION

e System capacity: Max 30(CM-800L)

* Group paging & whole paging and communicating
e Control speaker volume and beep sound

e Receiving Lamp [flicker)

SPECIFICATION

Power source AC 100/120/220/230/240V, 50/60Hz

Power source AC 100/120/220/230/240V, 50/60Hz

Wiring Wireless

Wiring Wireless

Dimension(mm)  143(W)x141(H)x47(D)

Dimension(mm)  313(W)x228(H)x98(D)
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SMART CCTV SYSTEM

COMMAX SMART CCTV SYSTEM creates a more secure and safe environment.

Our CCTV products are prepared based on professional technology and experiences, also they provide synergistic
effect with door entry products.
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FHD IR DOME CAMERA

CAD-2MO04R24S

FHD DOME CAMERA

CAD-2M03S

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
e AHD2.0, Full-HD 1080P video output
e 3.6mm Fixed Lens

* 24 IR-LEDs

e IR Distance up to 15m
» D-WDR (Wide Dynamic Range)

* 3D DNR

e Privacy Zone Masking (Max. 4 areas)
 0SD control via Coax (UTC function)

SPECIFICATION

PRODUCT FUNCTION

e 1/3" 2MP CMOS Image Sensor
e AHD2.0, Full-HD 1080P video output
e 2.8mm Wide-angle Fixed Lens
* D-WDR (Wide Dynamic Range)

* 3D DNR

e Privacy Zone Masking (Max. 4 areas)
 0SD control via Coax (UTC function)

SPECIFICATION

VIDEO

VIDEO

Image Sensor

1/3" SONY CMOS Sensor

Image Sensor

1/3" SONY CMQS Sensor

Effective Pixels

1984(H) x 1225(V) 2.43M pixels

Effective Pixels

1984(H) x 1225(V) 2.43M pixels

Lens Type f=3.6mm, Fixed Lens Lens Type f=2.8mm, Fixed Lens
IR Distance 15m, @5 x 24pcs S/N Ratio More than 50dB (AGC off)
S/N Ratio More than 50dB (AGC off)

Min. [llumination

Color:1.0 Lux, BW:0.5 Lux,
Color DSS:0.002 Lux, BW DSS:0.0008 Lux

Min. [Llumination

Color:1.0 Lux, BW:0.5 Lux,
Color DSS:0.002 Lux, BW DSS:0.0008 Lux

Video Output

AHD2.0, HD1080p

Video Output AHDZ2.0, HD1080p FUNCTIONS
FUNCTIONS Day & Night Auto / Color / B&W / EXTERN
Day & Night Auto / Color / B&W / EXTERN Backlight 0ff / BLC / HSBLC
Backlight 0ff / BLC / HSBLC D-WDR Auto / Off / On
D-WDR Auto / Off / On DNR 2D/3D DNR
2D/3D DNR (Off / Low / Middle / High)
ONR (0ff / Low / Middle / High) AGC 0~15
AGC 0~15 Electronic Shutter | Auto / Manual
Electronic Shutter | Auto / Manual Sens-up 0Off / Auto
Sens-up Off / Auto White Balance | ATW / AWB / AWC / Indoor / Outdoor / Manual
White Balance ATW / AWB / AWC / Indoor / Outdoor / Manual Motion Detection | Off/ On
Motion Detection | Off / On Privacy Mask Off / On (Max. 4 Areas)
Privacy Mask 0ff / On (Max. 4 Areas) De-Fog Off / Auto
De-Fog 0ff / Auto Brightness Level Adjustable
Brightness Level Adjustable Sharpness Level Adjustable
Sharpness Level Adjustable POWER & MECHANICAL
POWER & MECHANICAL Power DC12V, Max. 1W
Power DC12V, Max. 4W Dimension 113.8(0) x 98(H)mm
Dimension 110(8) x 61(H) mm Weight 2509
Weight 170g
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FHD IR BULLET CAMERA

CAU-2MO04R30S

FHD IR BULLET CAMERA

CAU-2MO04R6S

FHD IR HOUSING CAMERA

CAU-2M04RH36S

.

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
e AHD2.0, Full-HD 1080P video output
e 3.6mm Fixed Lens

* 30 IR-LEDs

¢ IR Distance up to 15m
* D-WDR (Wide Dynamic Range)

* 3D DNR

e Privacy Zone Masking (Max. 4 areas)
» 0SD control via Coax (UTC function)

SPECIFICATION

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
e AHD2.0, Full-HD 1080P video output
e 3.6mm Fixed Lens

e 6 Super IR-LEDs

¢ IR Distance up to 25m
* D-WDR (Wide Dynamic Range])

* 3D DNR

e Privacy Zone Masking (Max. 4 areas)
» 0SD control via Coax (UTC function)

SPECIFICATION

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
e AHD2.0, Full-HD 1080P video output
e 3.6mm Fixed Lens

* 36 IR-LEDs

¢ IR Distance up to 20m
* D-WDR (Wide Dynamic Range)

* 3D DNR

e Privacy Zone Masking (Max. 4 areas)
* 0SD control via Coax (UTC function)

SPECIFICATION

VIDEO

VIDEO

VIDEO

Image Sensor

1/3" SONY CMOS Sensor

Image Sensor

1/3" SONY CMOS Sensor

Image Sensor

1/3" SONY CMOS Sensor

Effective Pixels

1984(H) x 1225(V) 2.43M pixels

Effective Pixels

1984(H) x 1225(V) 2.43M pixels

Effective Pixels

1984(H) x 1225(V) 2.43M pixels

Lens Type f=3.6mm, Fixed Lens Lens Type f=3.6mm, Fixed Lens Lens Type f=3.6mm, Fixed Lens
IR Distance 15m, @5 x 30pcs IR Distance 25m, @12 x épcs IR Distance 20m, @8 x 36pcs
S/N Ratio More than 50dB (AGC off) S/N Ratio More than 50dB (AGC off) S/N Ratio More than 50dB (AGC off)

Min. Illumination

Color:1.0 Lux, BW:0.5 Lux,
Color DSS:0.002 Lux, BW
DSS:0.0008 Lux

Min. Illumination

Color:1.0 Lux, BW:0.5 Lux,
Color DSS:0.002 Lux, BW
DSS:0.0008 Lux

Min. Illumination

Color:1.0 Lux, BW:0.5 Lux,
Color DSS:0.002 Lux, BW
DSS:0.0008 Lux

Video Output AHD2.0, HD1080p Video Output AHD2.0, HD1080p Video Output AHD2.0, HD1080p
FUNCTIONS FUNCTIONS FUNCTIONS

Day & Night Auto / Color / B&W / EXTERN Day & Night Auto / Color / B&W / EXTERN Day & Night Auto / Color / B&W / EXTERN
Backlight Off / BLC / HSBLC Backlight Off / BLC / HSBLC Backlight 0ff / BLC / HSBLC

D-WDR Auto / Off / On D-WDR Auto / Off / On D-WDR Auto / Off / On

DNR [Z(I):?‘G/DLODV\’\IIF;Middle/High] DNR [Zg‘ﬁ:g/DLS\A'\Il?Middle/High] DNR [2(243/DLS\A'\/‘$Middle/ High)
AGC 0~15 AGC 0~15 AGC 0~15

Electronic Shutter | Auto / Manual Electronic Shutter | Auto / Manual Electronic Shutter | Auto / Manual

Sens-up Off / Auto Sens-up 0ff / Auto Sens-up 0ff / Auto

White Balance

ATW / AWB / AWC / Indoor /
Outdoor / Manual

White Balance

ATW / AWB / AWC / Indoor /
Outdoor / Manual

White Balance

ATW / AWB / AWC / Indoor /
Outdoor / Manual

Motion Detection | Off / On Motion Detection | Off / On Motion Detection | Off / On

Privacy Mask Off / On (Max. 4 Areas) Privacy Mask 0ff / On (Max. 4 Areas) Privacy Mask 0ff / On (Max. 4 Areas)
De-Fog Off / Auto De-Fog 0ff / Auto De-Fog 0ff / Auto

Brightness Level Adjustable Brightness Level Adjustable Brightness Level Adjustable
Sharpness Level Adjustable Sharpness Level Adjustable Sharpness Level Adjustable

POWER & MECHANICAL

POWER & MECHANICAL

POWER & MECHANICAL

Power DC12V, Max. 4W Power DC12V, Max. 7TW Power DC12V, Max. 5W

Dimension 120(@) x 62(H) mm Dimension 261(L) x 140(H) x 88(@) mm Dimension 305(L) x 150(W) x 115(H) mm
Weight 2809 Weight 7909 Weight 7709

T4
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FHD DVR

CVD-AF04S/AF08S/AF16S

PRODUCT FUNCTION

® 4 /8/16ch AHD2.0 DVR
e AHD2.0/1.0 & NTSC/PAL video compatible
e Recording performance
- 15fps(@AHD1080P per channel
- 30(25)fps@AHD720P per channel
- 30(25)fps@NTSC/PAL per channel
e 4/ 8/ 16¢ch Audio Input & 1ch Audio Output
e 4/ 8/ 16¢ch Sensor Input & 1ch Alarm Output
e H.264 video compression
e Internal HDD
- CVD-AF04S : THDD
- CVD-AF08S/AF16S : Up to 2 HDDs
e HDMI(1920x1080) and VGA Display
e Camera menu control via coax cable (UTC function)
* Mobile App for Android, i0S
e DDNS and CMS support

2017 00 00_0526.indd 75

SPECIFICATION

MODEL CVD-AF04S ‘ CVD-AF08S ‘ CVD-AF16S
VIDEO

Video Input 4 BNC ‘BBNC ‘ 16 BNC
Video Output HDMI & VGA

AUDIO

Input / Output e 8/1 [16/1
Audio Codec G.711

ALARM

Sensor Input / Alarm Output | 4/ 1 ‘ 8/1 ‘ 16/1
RECORDING

Video Compression H.264

AHD2.0 (1920x1080) Video 15 fps/ch

AHD1.0 (1280x720) Video

30(25) fps/ch

Analog (NTSC/PAL) Video

30(25) fps/ch

Recording Quality

Bitrate & FPS control

Recording Mode

Continuous/ Manual/ Motion/ Sensor

PLAYBACK

Search Mode

Event, Log, Date & Time

Multi-Decoding

1,4 1,4,8

Playback Speed

Max. x16 for forward playback

BACKUP

Media USB drive, External HDD, Network
Backup File Format AVI

STORAGE

HDD 1 2

UsB 2

DVR CONTROL

Control Method Mouse, IR Controller

CAMERA CONTROL

UTC (Up-The-Coax) 4 8 16
RS-485 1

NETWORK

Interface 10/100 Base-T

Dynamic DNS Commax DDNS

REMOTE ACCESS

Mobile iPad / iPhone / Android

Web Viewer Microsoft Internet Explorer

PC Client Connection

CMS

ENVIRONMENTAL & PHYSICAL

Power Supply

DC12V/2A DC12V/5A

Operation / Storage Temp.

5°C ~ 40°C /-10°C ~ 60°C

Operation / Storage
Humidity

20% ~ 80%RH (Non-condensing)

Weight

3Kg 4.5Kg

Dimension (W x D x Himm

300 x 227 x 53 | 380 x 340 x 50
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IP IR VANDAL DOME CAMERA

CNV-2MO3RS

IP IR VANDAL DOME CAMERA

CNV-2MO04RS

IP IR VANDAL DOME CAMERA

CNV-2M4VRS

=

«

B

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
* H.264 / MJPEG Dual encoding
* 30(25)fps@1920x1080

e 2.8mm Wide-angle Fixed Lens

e 1 Super IR-LED

¢ IR Distance up to 7m
* Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

=

&

-

PRODUCT FUNCTION

¢ 1/3" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding
* 30(25)fps(@1920x1080

* 3.6mm Fixed Lens

e 1 Super IR-LED

¢ IR Distance up to 7m
e Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

PRODUCT FUNCTION

* 1/2.9" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding
 30(25)fps@1920x1080

® 2.8~12mm Vari-focal Lens

* 12 IR-LEDs

¢ |R Distance up to 20m
¢ Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

CAMERA

CAMERA

CAMERA

Image Sensor

1/3" Progressive Scan CMOS

Image Sensor

1/3" Progressive Scan CMOS

Image Sensor

1/2.9" Progressive Scan CM0OS

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Min. Illumination

Color 0.2 Lux, IR On 0 Lux

Min. Illumination

Color 0.2 Lux, IR On 0 Lux

Min. Illumination

Color 0.05 Lux, IR On 0 Lux

Focal Length f=2.8mm, Fixed Lens Focal Length f=3.6mm, Fixed Lens Focal Length f=2.8~12mm, Vari-focal Lens
IR-LED Tpc/ 6~7Tm IR-LED Tpc/ 6~Tm IR-LED 12pcs / 15~20m
FUNCTIONS FUNCTIONS FUNCTIONS

Day & Night ICR Day & Night ICR Day & Night ICR

Gain Control Auto / Manual Gain Control Auto / Manual Gain Control Auto / Manual

WDR D-WDR WDR D-WDR WDR D-WDR

DNR 2D/3D DNR DNR 2D/3D DNR DNR 2D/3D DNR

Motion Detection | Off / On Motion Detection | Off / On Motion Detection | Off / On

NETWORK NETWORK NETWORK

Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45)

Video Compress

H.264, MJPEG

Video Compress

H.264, MJPEG

Video Compress

H.264, MJPEG

Max. Framerate

30(25)fps @ 1920 x 1080

Max. Framerate

30(25)fps @ 1920 x 1080

Max. Framerate

30(25)fps @ 1920 x 1080

Bitrate Control

VBR/CBR

Bitrate Control

VBR/CBR

Bitrate Control

VBR/CBR

Memory Slot

Micro SD/SDHC, Up to 32GB

Memory Slot

Micro SD/SDHC, Up to 32GB

Memory Slot

Micro SD/SDHC, Up to 32GB

ONVIF

Onvif 2.4

ONVIF

Onvif 2.4

ONVIF

Onvif 2.4

Remote Access

Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

ENVIRONMENTAL

ENVIRONMENTAL

ENVIRONMENTAL

Temp/Hum idity

-20°C~+55°C / 0%~90%RH

Temp/Hum idity

-20°C~+55°C / 0%~90%RH

Temp/Hum idity

-20°C~+55°C / 0%~90%RH

IP Rating IP65 IP Rating P65 IP Rating P66
POWER POWER POWER
Power DC12V, PoE Power DC12V, PoE Power DC12V, PoE

Consumption

2.5W (IR Off), SWIIR On)

Consumption

2.5W (IR Off), SW(IR On)

Consumption

2.5W (IR Off), SW(IR On)

MECHANICAL MECHANICAL MECHANICAL

Color / Material White / Aluminum Color / Material White / Aluminum Color / Material White / Aluminum
Dimension 100(@) x 53(H) mm Dimension 100(@) x 53(H) mm Dimension 120(@) x 112(H) mm
Weight Approx. 6509 Weight Approx. 6509 Weight Approx. 900g
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IP IR BULLET CAMERA

CNU-2MO04RS

IP IR BULLET CAMERA

CNU-2M4VRS

IP IR PTZ CAMERA

CNP-2M220RS

PRODUCT FUNCTION

* 1/3" 2MP CMOS Image Sensor
* H.264 / MJPEG Dual encoding
* 30(25)fps(@1920x1080

e 3.6mm Fixed Lens

e 2 Super IR-LEDs

e |IR Distance up to 30m

* ONVIF
* DC12V, PoE

SPECIFICATION

PRODUCT FUNCTION

¢ 1/2.9" 2MP CMOS Image Sensor
* H.264 / MJPEG Dual encoding

* 30(25)fps@1920x1080

® 2.8~12mm Vari-focal Lens

* 10 IR-LEDs

e |[R Distance up to 25m
 Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

s
?
|1'.:3

L

PRODUCT FUNCTION

* 1/2.8" 2MP CMOS Image Sensor

e 22x Optical zoom (16x Digital zoom)

* H.264 / MJPEG Dual encoding

* 30(25)fps@1920x1080

e 255 Peset, 12 Group, 6 Pattern, 12 Scan

e 8 Super IR-LEDs

¢ IR Distance up to 100m
* Micro SD/SDHC/SDXC card slot

* ONVIF
* AC24V

SPECIFICATION

CAMERA

CAMERA

CAMERA

Image Sensor

1/3" Progressive Scan CMOS

Image Sensor

1/2.9" Progressive Scan CM0OS

Image Sensor

1/2.8" Progressive Scan CM0OS

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Min. [llumination

Color 0.2 Lux, IR On 0 Lux

Min. Illumination

Color 0.05 Lux, IR On 0 Lux

Min. Illumination

Color 0.02 Lux, IR On 0 Lux

Focal Length f=3.6mm, Fixed Lens Focal Length f=2.8~12mm, Vari-focal Lens Focal Length Optical 22x / f=4.7~103mm
IR-LED 2pcs / 20~30m IR-LED 10pcs / 20~25m IR-LED 8pcs / 100m
FUNCTIONS FUNCTIONS FUNCTIONS

Day & Night ICR Day & Night ICR Day & Night ICR

Gain Control Auto / Manual Gain Control Auto / Manual Gain Control Auto / Manual

WDR D-WDR WDR D-WDR WDR D-WDR

DNR 2D/3D DNR DNR 2D/3D DNR DNR 2D/3D DNR

Motion Detection | Off / On Motion Detection | Off / On Motion Detection | Off / On

NETWORK NETWORK PTZ functions Preset, Group, Pattern, Scan
Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45) NETWORK

Video Compress H.264, MJPEG Video Compress H.264, MJPEG Ethernet 10/100 Base-T(RJ-45)

Max. Framerate 30(25)fps @ 1920 x 1080 Max. Framerate 30(25)fps @ 1920 x 1080 Video Compress H.264, MJPEG

Bitrate Control VBR/CBR Bitrate Control VBR/CBR Max. Framerate 30(25)fps @ 1920 x 1080
Memory Slot N/A Memory Slot Micro SD/SDHC, Up to 32GB Bitrate Control VBR/CBR

ONVIF Onvif 2.4 ONVIF Onvif 2.4 Memory Slot Micro SD/SDHC, Up to 64GB
Remote Access Web, PC, Mobile Viewer Remote Access Web, PC, Mobile Viewer ONVIF Onvif 2.4

ENVIRONMENTAL

ENVIRONMENTAL

Remote Access

Web, PC, Mobile Viewer

Temp/Hum idity

-20°C~+55°C / 0%~90%RH

Temp/Hum idity

-20°C~+55°C / 0%~90%RH

ENVIRONMENTAL

IP Rating P66 IP Rating P66 Temp/Hum idity -40°C~+60°C / 0%~90%RH

POWER POWER IP Rating IP66

Power DC12V, PoE Power DC12V, PoE POWER

Consumption 2.5W (IR Off), SW(IR On) Consumption 5W (IR Off), 7W(IR On) Power AC24V

MECHANICAL MECHANICAL Consumption Max 40W

Color / Material White / Aluminum Color / Material White / Aluminum MECHANICAL

Dimension 169(L) x 70(W) x 63(@) mm Dimension 264.5(L) x 80.3(@) mm Color / Material | White / Aluminum

Weight Approx. 631g Weight Approx. 7809 Dimension (205 x 332mm (w/o Bracket)
Weight Approx. 4.3Kg (w/o Bracket)
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IP IR PTZ CAMERA

CNP-3M300RS

IP IR PTZ CAMERA

CNP-3M120RS

IP IR DOME CAMERA

CND-2M04R
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PRODUCT FUNCTION

¢ 1/2.8" 3MP CMOS Image Sensor

 30x Optical zoom (16x Digital zoom)

e H.264 / MJPEG Dual encoding

* 30(25)fps(@2048x1536

¢ 400 Peset, 12 Group, 6 Pattern, 12 Scan
e 8 Super IR-LEDs

¢ [R Distance up to 120m

e Micro SD/SDHC card slot

PRODUCT FUNCTION

¢ 1/2.8" 2MP CMOS Image Sensor

¢ 12x Optical zoom (16x Digital zoom)

e H.264 / MJPEG Dual encoding

* 30(25)fps(@2048x1536

¢ 300 Peset, 12 Group, 6 Pattern, 12 Scan
e 6 Super IR-LEDs

¢ |IR Distance up to 60m

e Micro SD/SDHC card slot

* ONVIF
° AC24V

SPECIFICATION

* ONVIF
* DC12V, PoE+

SPECIFICATION

PRODUCT FUNCTION

¢ 1/2.9" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding
 30(25)fps@1920x1080

® 3.6mm Fixed Lens

* 10 IR-LEDs

¢ IR Distance up to 10m
¢ Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

CAMERA

CAMERA

CAMERA

Image Sensor

1/2.8" Progressive Scan CM0OS

Image Sensor

1/2.8" Progressive Scan CM0OS

Image Sensor

1/2.9" Progressive Scan CM0OS

Max. Resolution

Max. 2048 x 1536

Max. Resolution

Max. 2048 x 1536

Max. Resolution

Max. 1920 x 1080

Min. Illumination

Color 0.01 Lux, IR On 0 Lux

Min. Illumination

Color 0.01 Lux, IR On 0 Lux

Min. Illumination

IRLED On 0 Lux

Focal Length Optical 30x / f=4.3~129mm Focal Length Optical 12x / f=4.7~56.4mm Focal Length f=3.6mm, Fixed Lens
IR-LED 8pcs / 120m IR-LED 6pcs / 60m IR-LED 10pcs / 10m
FUNCTIONS FUNCTIONS FUNCTIONS

Day & Night ICR Day & Night ICR Day & Night ICR

Gain Control Auto / Manual Gain Control Auto / Manual Gain Control Auto / Manual

WDR D-WDR WDR D-WDR WDR D-WDR

DNR 2D/3D DNR DNR 2D/3D DNR DNR 2D/3D DNR

Motion Detection | Off / On Motion Detection | Off / On Motion Detection | Off / On

PTZ functions Preset, Group, Pattern, Scan PTZ functions Preset, Group, Pattern, Scan NETWORK

NETWORK NETWORK Ethernet 10/100 Base-T(RJ-45)
Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45) Video Compress | H.264, MJPEG

Video Compress H.264, MJPEG Video Compress H.264, MJPEG Max. Framerate 30(25)fps @ 1920 x 1080
Max. Framerate | 30(25)fps @ 1920 x 1080 Max. Framerate 30(25)fps @ 1920 x 1080 Bitrate Control VBR/CBR

Bitrate Control VBR/CBR Bitrate Control VBR/CBR Memory Slot Micro SD/SDHC, Up to 64GB
Memory Slot Micro SD/SDHC, Up to 64GB Memory Slot Micro SD/SDHC, Up to 64GB ONVIF Onvif

ONVIF Onvif 2.4 ONVIF Onvif 2.4 Remote Access Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

ENVIRONMENTAL

ENVIRONMENTAL

ENVIRONMENTAL

Temp/Hum idity

-10°C~+50°C / 0%~80%RH

Temp/Hum idity -40°C~+60°C / 0%~90%RH Temp/Hum idity -40°C~+60°C / 0%~90%RH POWER

IP Rating P66 IP Rating IP66 Power DC12V, PoE

POWER POWER Consumption Max. 6W

Power AC24V Power DC12V, PoE+ MECHANICAL

Consumption Max 40W Consumption Max 25W Dimension 100(@) x 107.5(H) mm
MECHANICAL MECHANICAL Weight Approx. 500g

Color / Material

White / Aluminum

Color / Material

White / Aluminum

Dimension (205 x 332mm (w/o Bracket) Dimension 321[H) x 222(D) x 146[@)mm
Weight Approx. 4.3Kg (w/o Bracket) Weight Approx. 1.5Kg (w/o Bracket]
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IP IR VANDAL DOME CAMERA

CNV-2M3VR

IP IR BULLET CAMERA

CNU-2M0O4R

IP IR BULLET CAMERA

CNU-2M3VR

PRODUCT FUNCTION

¢ 1/2.9" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding

* 30(25)fps(@1920x1080

e 2.8~11mm Vari-focal Lens

e 4 Super IR-LEDs

¢ IR Distance up to 25m

* Micro SD/SDHC card slot

PRODUCT FUNCTION

¢ 1/2.9" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding

* 30(25)fps(@1920x1080

e 3.6mm Fixed Lens

¢ 15|R-LEDs

¢ IR Distance up to 15m

¢ Micro SD/SDHC card slot

PRODUCT FUNCTION

¢ 1/2.9" 2MP CMOS Image Sensor
e H.264 / MJPEG Dual encoding

* 30(25)fps(@1920x1080

¢ 2.8~11mm Vari-focal Lens

e 4 Super IR-LEDs

¢ [R Distance up to 25m

¢ Micro SD/SDHC card slot

* ONVIF
* DC12V, PoE

SPECIFICATION

* ONVIF
* DC12V, PoE

SPECIFICATION

* ONVIF
* DC12V, PoE

SPECIFICATION

CAMERA

CAMERA

CAMERA

Image Sensor

1/2.9" Progressive Scan CM0OS

Image Sensor

1/2.9" Progressive Scan CM0OS

Image Sensor

1/2.9" Progressive Scan CM0OS

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Max. Resolution

Max. 1920 x 1080

Min. Illumination

IRLED On 0 Lux

Min. Illumination

IRLED On 0 Lux

Min. Illumination

IRLED On 0 Lux

Focal Length f=2.8~11mm, Vari-focal Lens Focal Length f=3.6mm, Fixed Lens Focal Length f=2.8~11mm, Vari-focal Lens
IR-LED 4pcs/ 25m IR-LED 15pcs / 15m IR-LED 4pcs / 35m
FUNCTIONS FUNCTIONS FUNCTIONS

Day & Night ICR Day & Night ICR Day & Night ICR

Gain Control Auto / Manual Gain Control Auto / Manual Gain Control Auto / Manual

WDR D-WDR WDR D-WDR WDR D-WDR

DNR 2D/3D DNR DNR 2D/3D DNR DNR 2D/3D DNR

Motion Detection | Off / On Motion Detection | Off / On Motion Detection | Off / On

NETWORK NETWORK NETWORK

Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45) Ethernet 10/100 Base-T(RJ-45)
Video Compress H.264, MJPEG Video Compress H.264, MJPEG Video Compress H.264, MJPEG

Max. Framerate 30(25)fps @ 1920 x 1080 Max. Framerate | 30(25)fps @ 1920 x 1080 Max. Framerate 30(25)fps @ 1920 x 1080
Bitrate Control VBR/CBR Bitrate Control VBR/CBR Bitrate Control VBR/CBR

Memory Slot Micro SD/SDHC Card Slot Memory Slot Micro SD/SDHC Card Slot Memory Slot Micro SD/SDHC Card Slot
ONVIF Onvif ONVIF Onvif ONVIF Onvif

Remote Access

Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

Remote Access

Web, PC, Mobile Viewer

ENVIRONMENTAL

ENVIRONMENTAL

ENVIRONMENTAL

Temp/Hum idity

-10°C~+50°C / 0%~80%RH

Temp/Hum idity

-10°C~+50°C / 0%~80%RH

Temp/Hum idity

-10°C~+50°C / 0%~80%RH

IP Rating P67 IP Rating P67 IP Rating P66

POWER POWER POWER

Power DC12V/ PoE Power DC12V/ PoE Power DC12V/ PoE
Consumption Max. 6W Consumption Max. 6W Consumption Max. 6W
MECHANICAL MECHANICAL MECHANICAL

Dimension 100(@) x 126.7(H) mm Dimension 70(0) x 248(H) mm Dimension 76(0) x 230.3(H) mm
Weight Approx. 890g Weight Approx. 900g Weight Approx. 800g

2017 0O 00_0526.indd 79

79

2017.8.5. 0O04:02



PoE NVR

CVN-0430FS/0830FS/1630FS

PRODUCT FUNCTION

e 4/ 8/ 16ch PoE NVR
e All channel PoE support
e All channel Plug-&-Play connection
¢ Recording performance

- 30(25)fps(@1920x1080 per channel
e 1ch Audio Input & 1ch Audio Output
® H.264 video compression
e Internal HDD

- CVN-04305/0830S : 2HDDs

- CVN-1630S : 4HDDs
* HDMI(1920x1080) and VGA Display
e 2 ch Alarm input & output
e 1ch Audio input & output
e Bulit-in web server
* Mobile App for Android, i0S
* DDNS and CMS support

80
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SPECIFICATION

MODEL

CVN-0430FS ‘ CVN-0830FS ‘ CVN-1630FS

VIDEO

Network Input

4 (24Mbps) ‘ 8 (48Mbps) ‘ 16 (96Mbps)

Resolution Up to 6 Megapixels
Video Output HDMI & VGA
AUDIO

Audio Input / Output 171

Audio Codec G.711A/G.711U
ALARM

Sensor Input / Alarm Output | 2/ 2
RECORDING

Video Compression H.264

Up to 2MP (1080P, 720P, D1) | 30(25) fps/ch
3MP ~ 6MP 15 fps/ch

LIVE & PLAYBACK PERFORMANCE

Live Display & Playback

D1:4ch D1:8ch D1:16ch

2MP : 4ch, 3MP~6MP : 1ch

BACKUP

Media USB drive, External HDD, Network
Backup File Format AVI, TS

STORAGE

HDD 2 4
UsB 2 3

CONTROL INTERFACE

Control Method

Mouse, IR Controller

RS-485 1

NETWORK

PoE 4 PoE 8 PoE 16 PoE
(Max. 36W) (Max. 120W) (Max. 160W)

10/100

Interface 10/100 Base-T /1I§UUBase—T

Dynamic DNS Commax DDNS

REMOTE ACCESS

Mobile iPad / iPhone / Android

Web Viewer Microsoft Internet Explorer

PC Client Connection

CMS

ENVIRONMENTAL & PHYSICAL

Power Supply DC48~52V AC110/220V

Power Consumption Max. 10W Max. 15W
ax. ax.

(w/o HDD)

Operation / Temperature 0°C ~ 45°C

Operation / Storage

0% ~ 90%RH [Non-condensing)

Humidity
Weight Approx. 2.8Kg Approx. 4Kg
Dimension (W x D x H) 372x 311 x 44.5 440 x 376 x 67
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PoE NVR

CVN-0430F/0830F/1630F

PRODUCT FUNCTION

¢ 4/ 8/ 16ch NVR
® PoE support
- CVN-0430F : 4 PoE
- CNV-0830F/1630F : 8 PoE
* Plug-&-Play connection for PoE channels
* Recording performance
- 30fps@1920x1080 per channel
e 4/ 8/ 16ch Audio Input & Tch Audio Output
e 4 Alarm input & 1 Alarm output
® H.264 video compression
e 2 internal HDDs
¢ HDMI(1920x1080) and VGA Display
 Digital Zoom at Live monitoring & Playback
¢ 5 Levels Recording Quality
* Bulit-in web server
* Mobile App for Android, i0S
¢ DDNS and CMS support
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SPECIFICATION

MODEL CVN-0430F ‘ CVN-0830F ‘ CVN-1630F
VIDEO

Network Input 4 (20Mbps) ‘ 8 (40Mbps) ‘ 16 (80Mbps)
Resolution Max. 1920 x 1080

Video Output HDMI & VGA

AUDIO

Input / Output 4/

Audio Codec G.711

ALARM

Sensor Input / Alarm Output | 4/ 1

RECORDING

Video Compression

H.264 (Baseline, Main, High Profile)

1080P, 720P, NTSC/PAL

30 fps/ch

Recording Mode

Continuous/ Motion/ Sensor/ Schedule/ Manual

Pre / Post Recording

Max. 20 Minute / Max. 50 Seconds

PLAYBACK

Search Mode

Quick Search, Date/Time, Event, Archive, Log

Multi-Decoding

1.4 1,4,8 1,4,9,16

1 Split : Max xé4, 4 Split : Max x32

Playback S d

ayback>pee 8 Split : Max x 16, 16 Split : Max. x8
BACKUP
Media USB drive, External HDD, Network

Backup File Format

BMP, AVI, Proprietary Format

STORAGE
HDD 2
USB 2

CONTROL INTERFACE

Control Method

Mouse, IR Controller

RS-485 1

NETWORK

PoE 4 PoE 8 PoE
Interface 10/100 Base-T

Dynamic DNS Commax DDNS

REMOTE ACCESS

Mobile iPad / iPhone / Android
Web Viewer Microsoft Internet Explorer

PC Client Connection

CMS

ENVIRONMENTAL & PHYSICAL

Power Supply

DC12V/5A DC12V/5A
48V /1A (PoE) | 48V / 2A (PoE)

Operation / Storage
Temperature

5°C ~ 40°C /-10°C ~ 60°C

Operation / Storage
Humidity

20% ~ 80%RH (Non-condensing)

Weight

4.1Kg (6.2Kg)

Dimension (W x D x H)

380 x 340 x 72mm
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NURSE CALL SYSTEM

NURSE CALL SYSTEM provides an “one-stop” communication solution for intelligent hospital system.
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BED HEAD CONSOLE

JNS-3000

BED HEAD CONSOLE

JNS-1000

BED HEAD CONSOLE

JNS-4CS

LA e

PRODUCT FUNCTION

e Calling nurse station
e Various ways of emergency paging and calling
e Interlocking with corridor lights
(CL-302C and others)
e Multi-device featured console
(AC outlet, light, IV holder, name card)

SPECIFICATION

PRODUCT FUNCTION

e Calling nurse station
e Various ways of emergency paging and calling
e Interlocking with corridor lights
(CL-302C and others)
 Multi-device featured console (AC outlet, light)

SPECIFICATION

PRODUCT FUNCTION

e Paging and calling nurse’s waiting room

e Emergency paging and calling

e Interlocking with corridor lights
(CL-302C and others)

SPECIFICATION

Power source From JNS-PSM

Power source From JNS-PSM

Power source From JNS-PSM

Mount type Flush-mounted type Mount type Flush-mounted type Mount type Flush-mounted type
Wiring 4 wires Wiring 4 wires Wiring 4 wires
Distance 100m(0.650) Distance 100m(0.650) Distance 100m(0.650)

Dimension(mm) 833(W)x196(H)x81(D)

Dimension(mm) 530(W)x117(H)x16(78)(D)

Dimension(mm) 195(W)x117(H)x16(D)

NURSE STATION

JNS-70MN

NURSE STATION

JNS-4CM

NURSE STATION

JNS-360

PRODUCT FUNCTION

e 7" full touch screen with user-friendly GUI

e A simple memo function

e Group announcement function

* Hands-free function

e Installation flexibility
(Desktop/Wall-mounted type)

SPECIFICATION

Ve X

PRODUCT FUNCTION

e Easy put the programming of BED and
room number

* Max 48 channel covered

e Various and clear status indication by 16 digit
2 lines LED display

e Desk top

SPECIFICATION

PRODUCT FUNCTION

e | ED status indication

e Hands-set

¢ Volume control enabled

e Channel select function

e Group announcement function
e Desk top

SPECIFICATION

Power source  From JNS-PSM Power source From JNS-PSM Power source AC 220, 60Hz
Mount type Desktop/Wall-mounted type Mount type Desktop Mount type Desktop
Wiring 4 wires Wiring 4 wires Wirin Common 2 wires+ separate
_ _ 9 12 wires including power
Distance 100m(0.650) Distance 100m(0.650)
Distance 600m(0.650)

Dimension(mm) 252(W)x247(H)x40(D)

Dimension(mm) 328(W)x230(H)x97(D)
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Dimension(mm) 276(W)x228(H)x98(D)
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(OPERATING ROOM) CALL SYSTEM

JNS-6KO

(OPERATING ROOM) FOOT SWITCH

FS-600

(OPERATING ROOM) ARM SWITCH

AS-100

quiiy F

PRODUCT FUNCTION

* A simple name tag

e | ED status indication
e Flush-mounted type

e Hands-free function

SPECIFICATION

D20008

PRODUCT FUNCTION

e LED status indication
e Foot switch

SPECIFICATION

PRODUCT FUNCTION

e Operation room

e Hands-free intercom
e Arm switch

e Flush-mounted type

SPECIFICATION

Power source g’g(\gver supplied by JNS-

Power supplied by JNS-
Power source 6KO

Power source g'géver supplied by JNS-

Wiring 6 wires Mount type Flush-mounted type Mount type Flush-mounted type
Distance 100m Wiring 6 wires Wiring 3 wires
Dimension[mm)] 305(W)x117(H]x16(D) Distance 10m Distance 100m

Dimension(mm) 573(W)x117(H)x16(66)(D)

Dimension(mm) 195(W)x117(H)x16(D)

EXTENDED EMERGENCY SYSTEM

ES-420

EMERGENCY SWITCH

ES-400

PRESENCE SWITCH

PB-500

PRODUCT FUNCTION

e Emergency switch (Shower room)
e Waterproof

SPECIFICATION

PRODUCT FUNCTION

e Emergency switch (restroom)
e Waterproof

SPECIFICATION

PRODUCT FUNCTION

e Presence switch

SPECIFICATION

Power supplied by

Power source 5 /05

Power supplied by

Power source s /cg

Power supplied by

Power source s /cg

Mount type Flush-mounted type

Mount type Flush-mounted type

Mount type Flush-mounted type

Wiring 2 wires

Wiring 2 wires

Wiring 2 wires

Dimension(mm) 118(W)x118(H)x3(45)(D)

Dimension(mm) 71(W)x116(H)x3(45)(D)

Dimension(mm) 71(W)x116(H)x3(45)(D)
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CALL CORD SWITCH

CC-200

PILLOW SPEAKER

PS-100

CORRIDOR LIGHT

CL-302C

- —;' N Q

LY

PRODUCT FUNCTION

e Emergency call cord

SPECIFICATION

PRODUCT FUNCTION

* Pillow speaker
¢ Remote control of On/0ff(2 lamps)

SPECIFICATION

PRODUCT FUNCTION

e Corridor light
¢ 2 Colors mode (Red/Green, Red/White)
e LED

SPECIFICATION

Power supplied by

Power source N5 405

Power supplied by

Power source N5 405

Power supplied by

Power source ;5 /05

Mount type Fixing clip on the bed Mount type Fixing clip on the bed Mount type Flush-mounted type
Wiring 2 wires Wiring 8 wires Wiring 3 wires

Dimension[mm) 55(W)x171(H]x20(D) Dimension[mm)] 118(W)x118(H]x60(D)
MAIN PANEL LURSE CALL VIEWER

JNS-PSM

PROGRAM

PRODUCT FUNCTION

e Power supply and signal relay
e Automatic UPS connection in case of a
blackout

SPECIFICATION

Power source AC 220- 240V, 60Hz

Mount type Wall-mounted type
- Common 4 wires

Wiring 2 wires separate

Distance 100m(0.650)

Dimension(mm) 420(W)x328(H)x105(D)
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PRODUCT FUNCTION

e The web-based viewer program that provides the records of a patient and an emergency call

through a PC in real time

¢ Software: Google, Fire Fox, i0S, IE
e Connectivity : JNS-70MN

e Available Microsoft office Excel
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ACCESS CONTROL SYSTEM

ACCESS CONTROL SYSTEM allows an individual to enter, exit or deny access to specific areas in a building. It
therefore ensures total reliability and security.
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IDENTRY-T20 ACCESS CONTROL TERMINAL

CA-T20

PRODUCT FUNCTION

e 1.8” width frame type

* 3 models for different uses

e Avariety of technology cards and card formats support

* Fast fingerprint recognition: 5K fps/0.1 sec

e Endurance under extreme environmental conditions

e Operation either as stand-alone system or control panel integration
system

e Anti-passback

* Voice output and multiple languages(Choice of language)

SPECIFICATION

T20-F T20-D T20-C

Authentication
Method FP/Card Card Card
FP T

emplate Up to 5K
Capacity
I/F Ethernet, Wiegand, RS-485 & USB
Input/Output 4/2
Power 12vDC
IP rating P65
REMARK

e Model Description: T20-C: -

T20-D: Display
T20-F: Display with FP scan sensor

 Frequency: 125Khz and/or 13.56MHz

e Card: 125Khz: HID Prox, Indala, EM
13.56MHz: Mifare, DESFire, iCLASS, iCLASS
SE, Felica, JAVA, NFC, CARTA

IDENTRY-T45 ACCESS CONTROL TERMINAL

CA-T45

PRODUCT FUNCTION

e Clean and clear fingerprint images in any direction

e Fast fingerprint recognition: 5K fps/0.1 sec

e Face detection

e Video communication

e Avariety of technology cards and card formats support

e Endurance under extreme environmental conditions

e Operation either as stand-alone system or control panel integration
system

e Highly reliable and accurate anti-spoofing (Subsurface fingerprint
scan sensor)

e Anti-passback

e Ease of installation

e Voice output and multiple languages

SPECIFICATION

T45-T T45-K

Authentication

FP/Card/PIN(Touch screen) | FP/Card/PIN(Touch keypad)

Method
FP T lat
empiate Up to 100K
Capacity
Subsurface
Supports

Fingerprint Scan

Camera

1.3M pixel(Flush-mounted)

Communication Call

VolP

I/F

Ethernet, PoE, WiFi(Optional), Wiegand, RS-485 & USB

Input/Output 412
Power 12vDC
IP rating P65
REMARK

e Model Description: T45-K: Touch keypad with display

T45-T: Touch screen

e PoE: Flush-mounted PoE support

e Frequency: 125Khz and/or 13.56MHz

e Card: 125Khz: HID Prox, Indala, EM
13.56MHz: Mifare, DESFire, iCLASS, iCLASS
SE, Felica, JAVA, NFC, CARTA

e Options: WiFi, Subsurface fingerprint scan sensor
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IDENTRY-C4 NETWORK ACCESS CONTROLLER IDENTRY-CE161 INPUT EXTENSION BOARD

CA-C04-U/C08-U CA-E16l

PRODUCT FUNCTION PRODUCT FUNCTION

e 4-reader controller * 16 input interface

* Embedded web server ¢ Auto-converting reverse DC input
e Unlimited controller integration e Electrical shock protection

e Global Anti-passback

SPECIFICATION SPECIFICATION
CPU 32bit ARM9/8bit AVR Processor CPU 32bit Cortex M3
Reader Ports 4 RS485 2

12(8 user-defined inputs and 4 ports for 20(16 user-defined inputs and 4 inputs for AC

Input Ports power fail, low battery, tamper and fire Input Ports fail, low battery, tamper, and rev)
atarm) Output Ports 3(Ext LED Output)

Output Ports 8(Form-C Relay) / 5(Ext LED Output) Power Consumption  MAX 0.5A/12V

Network 100MB on board Ethernet TCP/IP

Power Consumption MAX 1A/12V

®

IDENTRY-CE160 OUTPUT EXTENSTION BOARD

CA-E160

PRODUCT FUNCTION

e 16 output interface
e Auto-converting reverse DC input
e Electrical shock protection

SPECIFICATION

CPU 32bit Cortex M3

RS485 2

Input Ports 4(4 inputs for AC fail, low battery, tamper, rev)
Output Ports 16(Form-C Relay) / 3(Ext LED Output)

Power Consumption ~ MAX 0.5A/12V

88
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ACCESS CONTROL MANAGEMENT SYSTEM FINGER PRINT REGISTRATOR

CA-CAMSC/CAMSS/CAMSI CA-FS

PRODUCT FUNCTION PRODUCT FUNCTION
e Compatibility with 3rd party systems * High resolution image capture: 500 DPI
e Flexibility in system integration e Fast and accurate user authentication

e Biometric integration
* Supports HID VertX

SPECIFICATION SPECIFICATION
Clients Unlimited Resolution 500DPI

Access Rights Unlimited Interface USB 2.0 (full speed)
Users 100,000 0s Windows XP/7/8/8.1
Time schedules/Holidays  256/256 Sensor OPT-20

FP/Iris biometric readers ~ Supports Power Bus-powered
Encryption AES/3DES

Reporting tool, Time-attendance and
Features Meal management
RF CARDS

CA-IC/IM/1J

PRODUCT FUNCTION

e CARTA: Mifare-based high secure COMMAX credential using
COMMAX 3DES encryption

* CA-IM: Convenient and affordable communications and world wide
used technology

e CA-1J: Reliable, secure, flexible open platform technology

SPECIFICATION

CA-IC/IM CA-1J
Card Technology CARTA, Mifare JAVA
Frequency 13.56MHz
Card size (L x H/mm) 85.6 x 54
Thickness (mm) 0.76
Material PVC and more
Memory Size 1K, 4K 36K, 72K, etc.
Standards 1S014443A 120 Ao/,
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SMART DOOR LOCK

Smart Door Lock of COMMAX is an Access Control System with safety, design and usability for your home security.

2017 OO0 O0_0526.indd 90 @ 2017.8.5. O04:03



PUSH&PULL

CDL-811P/811R

PRODUCT FUNCTION

o 4 WAY ACCESS methods
(RF Card, Pin number, Finger, Mechanical Key)

* Durable body using metallic material for protecting against high
temp. and shock

e Fire Proof architecture

e High Temp. detection, alert and automatic unlocking

GGDDESIGN . . . .

o Multi-Layered authentication (Pin number/RF Card/Finger)

e Automatic lock / Re-lock / Double lock functions

» Safe to use the pin number with dummy number

e Anti high-voltage / anti fireproof / anti-hacking system

e Connectivity with home network system using remote controller
(Option)

e Emergency power (9V square battery)

e Pull-Push Option (CDL-R811)

SPECIFICATION

Applicable Normal fire door Thickness 60mm ~ 80mm
. 4~12 digit number combination
Pin number (Up to 4 pin number)
Access methods RF card Up to 30 cards
Finger Up to 100 Fingers
Mechanical Key Individual mechanical lock
Alkaline AA battery,
Power source  DC 6V 8pcs(LR6 1.5V AA size)
Emergency DC 9V Alkaline battery (Optional)

Fireproof type, Temperature sensor type, Key type,

Type of product Master key door lock

Temperature
alarm

62 degree + 5 degree

Temperature sensor (Normal test]

Dimension(mm)  410(H)x78(W)x81(D)
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PUSH&PULL

CDL-3PR/3PBR

PUSH&PULL

CDL-810L/CDL-811L conrroLvee

GGDDESIGN

PRODUCT FUNCTION

* 3WAY ACCESS methods (RF Card, Pin number, BLE, Mechanical Key,

Remote Controller)

e Durable body using metallic material for protecting against
high temp. and shock

e Fire Proof architecture

e High Temp. detection, alert and automatic unlocking

¢ Multi-Layered authentication (Pin number/RF Card/
Bluetooth Smart Phone)

¢ Automatic lock / Re-lock / Double lock functions

e Safe to use the pin number with dummy number

e Anti high-voltage / anti fireproof / anti-hacking system

e Connectivity with home network system using remote controller

e Emergency power (9V square battery)

SPECIFICATION

PRODUCT FUNCTION

e 3WAY ACCESS methods (RF Card, Pin number, Emergency key)
e Durable body using metallic material

e Automatic lock / Re-lock / Double lock functions

¢ Safe to use the pin number with dummy number

e Multi-registrations for pin-number & electronic key

* Multiple volume control / optional mute

e Easy to detectable Blue-light button

e Emergency power (9V square battery)

e Anti high-voltage / anti fireproof / anti-hacking system

* Home networking of remote controller(CDL-811L)

SPECIFICATION

Thickness 40mm ~

Normal fire door 50mm

Applicable

Applicable Normal fire door Thickness 60mm ~ 80mm

4~12 digit number

4~12 digit number

Access methods

Pin number combination(Up to 4 pin
number)
RF card Up to 30 cards

Bluetooth Smart Phone

Up to 4 smart phones

Mechanical Key

Individual mechanical
lock

Power source

DC &V

Alkaline AA battery,
8pcs(LR6 1.5V AA size)

Mechanical key

Fireproof type, Temperature sensor type, Key type,

Master key door lock

Pin number combination (Up to 4 pin
number)
Access methods RF card Up to 30 keys
Emergency key gﬁgali{ee%f/sed under out
Alkaline AA battery,
Power source DC 6V 8pcsLR6 1.5V AA size)
Emergency DC 9V Alkaline battery (Optional)

Wireless devices For safe system(CDL-L811) | 447.275MHz

Temperature
alarm

Temperature sensor

62 degree £ 5
degree(Normal test)

Fireproof type, Temperature sensor type, Key type,

Type of product Master key door lock

Dimension(mm)

390(W)X78(H)X81(D)
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62 degree £+ 5

Temperature alarm Temperature sensor degree(Normal test)

Dimension(mm) 303.4(H)x77.4(W)x24(D)

2017.8.5. 0O04:03



2017 0O 00_0526.indd 93

DIGITAL DOOR LOCK

CDL-2AR/
CDL-2ARC (reMoTE coNTROL TYPE)

DIGITAL DOOR LOCK

CDL-1TAR roucH key TYPE)

m |

PRODUCT FUNCTION

e 2WAY ACCESS methods (RF Card, Pin number)

e Durable body using metallic material

e Automatic lock / Re-lock / Double lock functions

e Safe to use the pin number with dummy number

e Multi-registrations for pin-number & electronic key

e Multiple volume control / optional mute

e Easy to detectable Blue-Llight button

* Emergency power (9V square battery)

* Anti high-voltage / anti fireproof / anti-hacking system
* Home networking of remote controller(CDL-2ARC)

SPECIFICATION

PRODUCT FUNCTION

e 2WAY ACCESS methods (RF Card, Pin number)

e Durable body using metallic material

e Automatic lock / Re-lock / Double lock functions

e Safe to use the pin number with dummy number

e Multi-registrations for pin-number & electronic key

¢ Multiple volume control / optional mute

e Easy to detectable Blue-Llight button

* Emergency power (9V square battery)

* Anti high-voltage / anti fireproof / anti-hacking system

SPECIFICATION

Applicable Normal fire door Thickness 40mm ~ 50mm

Applicable Normal fire door Thickness 35mm ~ 50mm

4~12 digit number

Pin number combination
(Up to 4 pin number)
Accessmethods  pr oy Up to 30 keys

Emergency key Can be used under out of

4~12 digit number

Pin number combination
(Up to 4 pin number)
Access methods o oy Up to 30 keys

Emergency key Can be used under out of

battery battery

Alkaline AA battery, Alkaline AA battery,
Power source DC 6V 4 pcsILR6 1.5V AA size) Power source DC 6V 4 pcs(LR6 1.5V AA size)
Emergency DC 9V Alkaline battery (Optional) Emergency DC 9V Alkaline battery (Optional)

Wireless devices For safe system(CDL-2ARC) | 447.275MHz

Anti-fireproof type, Temperature sensor type, Key

Type of product type, Mini Master key door lock

62 degree £ 5

Temperature alarm Temperature sensor degree(Normal test)

Dimension(mm) 228.9(H)x77.4(W)x21(D)

Anti-fireproof type, Temperature sensor type, Key

Type of product type, secondary Master key door lock

62 degree £5

Temperature alarm degree(Normal test)

Temperature sensor

Dimension(mm) 163(H)x69(W)x18.5(D)
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DIGITAL DOOR LOCK

CDL-30LRMasTER KEY TYPE)
CDL-30LRCremotE conTROL TYPE)

DIGITAL DOOR LOCK

CDL-20MR/20MRC

PRODUCT FUNCTION

o 3WAY ACCESS methods (RF Card, Pin number,

Emergency key)

e Durable body using metallic material
o Automatic lock / Re-lock / Double lock functions

* Multiple volume control / optional mute

¢ Anti high-voltage / anti fireproof / anti-hacking system

* Home networking of remote controller(CDL-30LRC)

SPECIFICATION

PRODUCT FUNCTION

e 2WAY ACCESS methods (RF Card, Pin number)
e Durable body using metallic material

 Automatic lock / Re-lock / Double lock functions

e Safe to use the pin number with dummy number

* Multi-registrations for pin-number & electronic key

* Multiple volume control / optional mute

e Easy to detectable Blue-light button

» Emergency power (9V square battery)

e Anti high-voltage / anti fireproof / anti-hacking system

SPECIFICATION

Applicable Normal fire door | Thickness 40mm ~ 50mm Applicable Normal fire door | Thickness 40mm ~ 50mm
’ 4~12digit number combination ] 4~12digit number combination
Pin number (Up to 4 pin number) Pin number (Up to 4 pin number)
A A
mcgtisosds RF card Up to 30 keys mc:tisosds RF card Up to 30 keys

Emergency key

Can be used under out of
battery

Emergency key

Can be used under out of
battery

Alkaline AA battery,

Power source DC 6V 8 pcs(LR6 1.5V AA

Emergency DC9v Alkaline battery (Optional)
fireproof type, Temperature sensor type, Key type,

Type of product Master key door lock

Temperature Temperature 62 degree + 5 degree(Normal

alarm sensor test)

Dimension(mm)

303.4(H)x77.4(W)x24(D)
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Power source

DC 6V

Alkaline AA battery,
4 pes(LR6 1.5V AA

Emergency

DC 9V

Alkaline battery (Optional)

Wireless devices

For safe system(CDL-20MR)

447.275MHz

Anti-fireproof type,

Temperature sensor type, Key

Type of product type, secondary Master key door lock
Temperature Temperature
alarm sensor 62 degree + 5 degree(Normal test)

Dimension(mm)

228.9(H)x77.4(W)x21(D)
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DIGITAL DOOR LOCK

CDL-103SDseconpary key TYpE)

REMOTE CONTROLLER

ADT-100DL /
REMOTE CONTROL

PRODUCT FUNCTION

e Durable body using metallic material

* Automatic lock / Re-lock / Double lock functions

e Multi-registrations for pin-number & electronic key
* Multiple volume control / optional mute

e Easy to detectable Blue-light button

 Emergency power (9V square battery)

¢ Anti high-voltage / anti fireproof / anti-hacking system

SPECIFICATION

PRODUCT FUNCTION

e Input the individual door release signal

SPECIFICATION

Applicable Normal fire door Thickness 35mm ~ 50mm
. 4~12digit number combination
Pin number (Up to 4 pin number)
ﬁ']cgt?lsjds Electronic Key Up to 30 keys
Emergency key g:tr;ebr?used under out of
Power source DC 6V ﬁlgssu[rl‘_%ﬁ‘% gf}ttAeAf '
Emergency DC 9V Alkaline battery (Optional)
Anti-fireproof type, Temperature sensor type, Key type,
power Type of Secondary key door lock
'?;(;?:gltature Temperature sensor 62 degree + 5 degree(Normal test)

Dimension(mm) 72.7(W)X174(L)X29.3(H)

2017 OOOO0D O0000_0526.indd - 95 @

Power source from monitor
Power source Monitor to ADT-100DL : DC 12V
ADT-100DL to Remote control : DC 9V

Camera to ADT-100DL : 4wires

Wiring ADT-100DL to remote control : 2wires

Mount type Attached Type

Dimension(mm)  80(W)X52(H)X20(D)
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COMMAX

COMMAX Co.,Ltd.
#13229, 494, Dunchon-daero, Jungwon-gu, Seongnam-si, Gyeonggi-do, Korea
TEL. +82-31-7393-540~550 FAX. +82-31-745-2133

WWww.commax.com
www.facebook.com/commax.global
www.youtube.com/commaxvideo
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